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Notice to Reader

This document contains the professional opinion of Malroz Engineering Inc. (Malroz), as
to the matters set out herein, based on professional judgement and reasonable care. It
is to be read in the context of the agreement (the Agreement) between Malroz 1983358
Ontario Inc. (the Client), the methodology, procedures and techniques used, Malroz’s
assumptions, and the circumstances and constraints under which its mandate was
performed. This document is written solely for the purpose stated in the Agreement, and
for the sole and exclusive benefit of the Client, whose remedies are limited to those set
out in the Agreement. This document is meant to be read as a whole, and sections or
parts thereof should not be read or relied upon out of context.

Malroz has, in preparing the geotechnical parameters and recommendations, followed
accepted methodology and procedures, and exercised due care consistent with the
intended level of accuracy, using its professional judgement and reasonable care, and is
thus of the opinion that there is a high probability that actual geotechnical conditions will
fall within the predicted range. However, no warranty should be implied as to the
accuracy of estimates. Unless expressly stated otherwise, assumptions, data and
information supplied by, or gathered from other sources (including the Client, other
consultants, testing laboratories, equipment suppliers, etc.) upon which Malroz’s
opinions are based, have not been verified by Malroz; Malroz makes no representation
as to their accuracy and disclaims all liability with respect thereto.

Malroz disclaims any liability to third parties in respect of the publication, reference,
quotation, or distribution of this report or any of its contents and reliance thereon by any
third party.

This page forms an integral part of this document and must remain with it at all times.

Respectfully submitted,

Malroz Engineering Inc.

Mairoz Engineering Inc.
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1.0 Introduction

Malroz Engineering Inc. (Malroz) was retained by 1983358 Ontario Inc. (the Client) to
conduct a geotechnical investigation in support of the proposed residential development
to be located at 13437 Loyalist Parkway in Picton, Ontario (the Site). Two parcels of
land, north and south of the Millennium Trail, 5.5 and 19.4 hectares in area respectively
will be developed at the Site and will consist of residential blocks with typical single-
family homes and townhome blocks constructer in accordance with Part 9 of the Ontario
Building Code, as well as a block in the northeastern portion of the south land parcel
consisting of one or more multi-storey residential apartment buildings.

This report summarizes the results of the geotechnical investigation completed by
Malroz in support of the proposed development. Work for a hydrogeological
investigation was also conducted jointly with the geotechnical investigation and will be
submitted under separate cover. Work was completed in accordance with Malroz’s
approved proposal (ref. 1430.00-100, dated September 23, 2020). The agreed scope of
work consisted of the following:

1. Advancement of a total of 12 boreholes to a depth of 6.7 m or to practical auger
refusal;

2. Coring at one borehole location in the vicinity of the proposed apartment blocks
by approximately 3 m into bedrock;

3. Installation of four PVC standpipe monitoring wells in select boreholes;

4. Submittal of all retrieved samples with sufficient quantity for moisture contents
testing and as well as up to four hydrometer grain size analyses, two Atterberg
limits tests, and one unconfined compressive strength test; and

5. Reporting of field and laboratory results.

The recommendations and comments contained herein are based on factual
information obtained during the investigation and are intended only for the use of project
designers and engineers. They have been prepared with the understanding that the
design will be carried out in accordance with applicable codes and standards. No
investigations into environmental aspects of groundwater were included as a part of this
scope of work. The General Conditions and Limitations (Section 8.0 of this report) form
an integral part of this report.

Malroz Engineering Inc.
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2.0 Site Description

The Site is presently cultivated agricultural land, in use as such at the time of our field
investigation. The Site is bounded on the north by residential development and County
Road 33 (Loyalist Parkway), agricultural land and commercial development to the west,
Sandy Hook Road to the South, and agricultural land to the east. Immediately to the
south east of the Site is a wooded area that we understand is the headwater for the
Warings Creek, and zoned as an environmentally sensitive area.

Photograph 1 — Site from north west, looking south east (November 2020)

Topography at the Site was locally rolling and occasionally hummocky, with an overall
trend downward to the southeast.

Malroz Engineering Inc.
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3.0 Method of Investigation

3.1 Fieldwork — Drilling Investigation

A total of 12 boreholes, identified as BH1 through BH12 were advanced between
November 10 and 11, 2020 at the Site, at locations roughly as specified by the Client. A
Borehole Location Plan (Figure 1) is presented in Appendix A. All boreholes were
advanced to practical auger refusal using a CME-55 drill rig mounted on a rubber
tracked carrier, equipped with solid stem continuous flight augers.

Upon encountering refusal, borehole BH5 was further advanced into bedrock using ‘N’
sized double tube wireline coring equipment to retrieve samples of bedrock for lab
testing and to describe its type and quality.

Locations and ground surface elevations at each boring were surveyed with a Trimble
R10 Global Navigation Satellite System survey system, connected to the Can-Net
Virtual Reference Station network, and are assumed to be accurate within the operating
limits of the device. Results are provided in the following table.

Table 1 — Borehole Locations

Test Location Easting Northing E(I;‘:;'f)n
BH1 326200.1 4873807.7 103.5
BH2 325921.8 4873657.1 99.7
BH3 326071.4 4873652.6 97.4
BH4 325895.5 4873545.3 96.0
BH5 326405.4 4873686.6 95.1
BH6 326209.8 4873632.3 95.0
BH7 326339.2 4873563.2 94.9
BH8 326094.8 4873570.4 93.7
BH9 326244.3 4873507.0 93.8
BH10 325865.8 4873403.0 92.5
BH11 325977.9 4873387.6 92.3
BH12 326154.6 4873343.7 91.2
Input By: DPH

Validated By: JMP

At borehole locations, soil samples were collected while performing the Standard
Penetration Test (SPT) in general accordance with the procedure as described in ASTM

Malroz Engineering Inc.
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D1586. This consisted of freely dropping a 63.5 kg (140 Ib) hammer from a vertical
distance of 0.76 m (30 in), in order to drive a 51 mm (2 in) outer diameter split-barrel
(split spoon) sampler into the ground. The number of blows of the hammer required to
drive the sampler into the relatively undisturbed ground a distance of 300 mm (12 in)
was recorded as the SPT ‘N’ value, which correlates to the relative density of non-
cohesive soils and is, in certain cases, indicative of the consistency of cohesive soils.
Each retrieved sample was placed in a resealable plastic bag, with multiple materials
encountered in the same split spoon sample being bagged separately. Borehole logs
are attached in Appendix B.

Malroz Engineering Inc.
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4.0 Subsurface Assessment

Details of the subsurface conditions encountered are presented in the borehole records
presented in Appendix B of this report. We strongly emphasize, however, that the soil
types, their sequence, thickness, and physical properties may vary between boreholes,
sample and test locations, both vertically and horizontally. This information is solely for
general planning purposes and should not be used for detailed quantity take-offs.

Our assessment of subsurface conditions and borehole observations are summarized in
the following sections.

4.1 Local Geology / Physiography

The site is located in Picton, to the north and west of Waring’s Creek, and
approximately 2.8 km southwest of Picton Bay. The physiography of the area was
described by the Ontario Geological Survey (OGS) as sand plains (Chapman and
Putnam, 2007). The OGS mapped the Quaternary geology (Leyland, 1982; OGS, 2010)
of the site area primarily as coarse-grained glaciolacustrine deposits of sand and gravel
with fine-grained glaciolacustrine deposits of silt and clay located along the south and
west boundaries of the site. A drumlin, consisting of sandy silt to silty sand-textured till,
was mapped along the northern boundary of the site. Bedrock geology at the site was
mapped by the OGS (Armstrong and Dodge, 2007; Carson, 1981) as the Lindsay
Formation, consisting of interbedded limestone and shale. The strata in the area are flat
lying. The Picton Fault, a major regional normal fault trending north-northeast, is
approximately 1 km to the east of the site (Armstrong and Dodge, 2007; Carson, 1981;
McFall, 1993).

4.2 Surficial Materials
421 Topsoil

A surficial covering of topsoil was located at all borehole locations throughout the Site
except BH1, that was approximately 75 mm in thickness. Significant root balls and large
areas of soil disturbance due to root extensions and agricultural activities should be
expected throughout the Site. Designers should consider a zone of a minimum of 0.5 m
from existing surface grades to be disturbed, for planning purposes.

Malroz Engineering Inc.
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In our experience, topsoil thicknesses can vary greatly across a Site, between and
beyond boring locations. Topsoil thicknesses presented in this report should not be
used for detailed quantity takeoffs. Contractors should ensure they make their own
validations of topsoil thicknesses.

4.3 Sand to Silty Sand Fill

A brown sand to silty sand fill soil with some silt, some clay and traces of gravel (at
BH4) was observed at borings BH1 and BH4. This material was possibly reworked
native soil. The samples of this material were visually described as being generally
moist. A moisture content of 18% by dry weight was measured in this material. SPT ‘N’
values of 4 and 6 blows per 300 mm of penetration were measured in this material,
indicating a loose relative density.

4.4 Native Silty Sand

A brown native silty sand with traces to some gravel and traces to some clay was
observed at all boring location underlying surficial coverings and/or fill soils, with the
exception of BH8. This material was visually described as being generally moist.
Moisture contents of 6 to 60% by dry weight were measured in this material. SPT ‘N’
values of between 4 and 103 blows per 300 mm of penetration were measured within
this material (generally increasing with depth), indicating a relative density ranging from
very loose to very dense.

4.5 Native Sandy Silt to Sandy Clayey Silt

A brown native sandy silt with some clay was observed at borehole BH7, underlying the
silty sand as well as a sandy clayey silt at BH4, also underlying the silty sand

Some limestone fragments were noted within this material. This material was visually
described as being generally moist. Moisture contents of 9 to 16% by dry weight was
measured in this material. SPT ‘N’ values of 25 to 29 blows per 300 mm of penetration
was measured in this material, indicating a compact relative density.

4.6 Native Silty Clay

A brown native silty clay with some sand was observed at borehole BH8. This material
was visually described as being generally moist. Moisture contents of 14 and 18% by

Malroz Engineering Inc.
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dry weight were measured in this material. SPT ‘N’ values of 6 and 19 blows per 300
mm of penetration were measured in this material, indicating a firm to very stiff
consistency.

4.7 Limestone Bedrock

Upon encountering refusal at boreholes BH5 and BH12, 46.7 mm diameter cores were
retrieved to confirm bedrock conditions. A summary of the information obtained from the
core drilling is presented the following table, and core information and material
descriptions are reported on the respective records of boreholes.

Table 2 — Bedrock Core Information Summary

Solid Core Rock

Borehole/ Depth to Rock Total Core Recovery Quality
Core Run  Surface Recovery, TCR o\ . .
D (mbg/mASL) (%) SCR (%) Designation,
RQD (%)
BH5/RC1 97 87 29
BH5/RC2 0.9/94.2 97 45 20
BH12/RC1 100 73 22
BH12/RC2 1.5/89.7 98 79 30
Input By: DPH

Validated By: JMP

Bedrock cores were described as grey limestone of poor quality with some shaley
partings. Core photographs are attached in Appendix C.

Total core recovery (TCR) of the obtained core was found to range from 97 to 100. Solid
core recover (SCR) was found range from 45 to 87%. The solid core recovery is
generally influenced by the orientations of joints and is low when joints oblique to the
axis are intercepted. The rock quality designation (RQD) is highly dependent on the
frequency of joints/bedding plane partings in the retrieved cores. On the basis of the
recorded RQD values of 20 to 30%, the rock quality is estimated to be poor within the
depths investigated. Inferred weathered bedrock was also penetrated by augers at
borings BH9 and BH11, indicative of poor quality in the uppermost bedrock.

Inferred bedrock contours across the Site are illustrated on Figure 2, enclosed in
Appendix A of this report.

Malroz Engineering Inc.
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5.0 Groundwater

A hydrogeological investigation was conducted jointly with the geotechnical
investigation and will be submitted under separate cover. To support this investigation,
four PVC monitoring wells were installed in borings BH3, BH5, BH10 and BH12, to
assess stabilized static groundwater levels at the Site. Monitoring well in BH3 was
screened within overburden soils, while remaining wells were screened within
bedrock/inferred bedrock

Water level observations were made on a subsequent visit to the Site on December 10,
2020. The following table outlines groundwater observations made in the installed
monitoring wells.

Table 3 — Groundwater Observations (December 10, 2020)

Borehole ID Groundwater Observation

(mbg/mASL)
BH3 2.6/94.8
BH5 2.2/92.9
BH9 1.7/ 92.1
BH12 2.71885

Input By: DPH
Validated By: JMP

The hydrogeological report should be reviewed for further assessment of groundwater
conditions at the Site. Groundwater levels can fluctuate greatly and vary based on the
prevailing seasonal and atmospheric conditions (e.g., heavy rains, spring thaw, dry
spells, etc.).

Malroz Engineering Inc.
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6.0 Laboratory Testing
6.1 Geotechnical Laboratory

Samples recovered during drilling were transported to Malroz’s geotechnical laboratory
in Kingston, Ontario. A total of four samples were submitted for gradation analysis and
one for Atterberg limits testing. In addition, moisture content was evaluated on all soil
samples retrieved. One unconfined compressive strength test was also carried out on a
retrieved sample of bedrock. Geotechnical laboratory reports are presented in Appendix
D of this report, and summarized in the following tables. Moisture content results are
provided on each individual borehole log.

Table 4 — Summary of Gradation Testing Results

Gravel Sand Silt Clay LL PL Pl

Sample ID %) (%) (%) (%) (%) (%)

BH1-SS3 2 64 24 10 - - -
BH4-SS5 1 25 46 28 209 101 10.8
BH8-SS2 52 32 12 4 - - -
BH10-SS3 4 35 53 8 - - -

Input By: DPH
Validated By: JMP

Table 5 — Summary of Unconfined Compressive Strength Testing
Interval (depth, Unconfined Compressive

mbg) Strength (MPa)
BH12/RC2 3.5-3.6 64.5

Sample ID

Input By: DPH
Validated By: JMP

Malroz Engineering Inc.
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7.0 Discussion and Recommendations

Based on our current understanding, the majority of the development will consist of a
number of single-family homes or townhome blocks. The existing native soils on the
northern portion of the Site and bedrock on the south will be suitable for construction of
typical shallow foundations for these structures. Depending on the foundation loads for
the proposed multi-storey apartments, alternative foundation types may be necessary to
mobilize additional resistance due to the weathered/shaley bedrock at the Site (e.g.
drilled shafts extending into the rock). Ongoing evaluation of groundwater levels within
the bedrock at the Site will be necessary to determine the level of waterproofing
necessary for any below grade levels, construction dewatering for the Site, as well as
considerations for the proposed storm pond (e.g. practical levels for permanent pools
etc).

71 Excavation and Temporary Shoring

Excavations up to a depth of approximately 3 m from the existing site grades are
expected to be required to construct typical single-family homes with a single below
grade level, presuming site grading remains roughly similar to those existing. As well,
we understand that some excavations for some buried utilities may extend up to
approximately 4 m, based on our discussions with you.

All excavations and construction of any shoring should be carried out in accordance
with the latest edition of the Ontario Occupation Health and Safety Act (OHSA)
Regulations for Construction Projects. The OHSA regulations require that if workers
must enter an excavation deeper than 1.2 m, the excavation must be suitably sloped
and/or braced in accordance with OHSA requirements. OHSA specifies the maximum
slope of excavations into four broad soil types, summarized as follows:

Table 6 — OHSA Soil Types

Soil Type Maximum Slope Inclination Base of Slope Location

Type 1 1 horizontal to 1 vertical Within 1.'2 m of base of
excavation

Type 2 1 horizontal to 1 vertical Within 1.'2 m of base of
excavation

Type 3 1 horizontal to 1 vertical From bottom of excavation

Type 4 3 horizontal to 1 vertical From bottom of excavation

Malroz Engineering Inc.
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At this Site, the native sandy soils may be considered as Type 2 to 3, provided they are
unaffected by seepage. Fill soils and silty/clayey deposits should be considered as Type
3. However, any soils affected by seepage must be considered as Type 4, and the
lowest soil type in any given excavation shall govern its sideslopes. Weathered/shaley
bedrock at this Site may require assessment by a geotechnical engineer for deeper
excavations, but for planning purposes, backsloping of 3H:1V should be considered for
excavations into rock.

Excavations into overburden soils should be relatively easy using conventional
excavating equipment; however, contractors should be prepared to manage any large
particles or deleterious materials within the fill soils. Excavations into the limestone at
this Site will require heavy breaking equipment or the use of blasting techniques. Based
on the unconfined compressive strength testing carried out, the use of rippers would not
be feasible.

Stockpiles of excavated materials should be kept away from the edges of open
excavations, as well as any existing retaining walls on Site (as their condition is
presently unknown and global stability not assessed, particularly with the addition of
surcharge loadings) by a distance at least equivalent to the depth of the excavation to
avoid slope instability. Care should be taken to avoid overloading any underground
services/structures from any construction stockpiles. It should be noted that this
distance is also applicable to the passage of heavy machinery near excavations. This
condition should be respected at all times, unless specific studies are conducted for
individual cases.

While sufficient room is expected to be available for construction, a shoring system will
be required anywhere appropriate backsloping is not possible. The use of shoring
systems may also be required to provide a stable excavation base and/or to provide
cutoff of groundwater for deeper excavations. Shoring systems must be designed by a
professional engineer licensed in the province of Ontario, in accordance with relevant
codes, standards and regulations such as the latest version of the Canadian Foundation
Engineering Manual and the OHSA Regulations for Construction Projects. The system
should be designed to resist full earth and hydrostatic pressures, as well as surcharges
due to construction and highway traffic loadings. The following parameters may be used

Malroz Engineering Inc.
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in the design of temporary shoring, and can also be considered in the design of below
grade walls. At rest parameters should be utilized for non-yielding elements.

Table 7 — Lateral Earth Pressure Parameters

Bulk Unit Angle of Coefficient of Lateral Earth
Soil Type Weight Internal Pressure

(kN/m?3) Friction (deg.) K, Ko Ko
Native Silty/Clayey 18.5 26 0.39 0.56 2.56
Soils
Native Sand and 20.5 34 0.28 0.44 3.54
Silty Sand
Compacted Gran. ‘A’ 21.0 34 0.28 0.44 3.54
Compacted Gran. ‘B’ 21.5 35 0.27 0.43 3.69
Type Il

7.2 Dewatering

Groundwater was observed from 1.7 to 2.7 mbg. at elevations of roughly 88.5 to 94.8
mASL, in the installed monitoring wells. Excavations penetrating below these depths
could encounter significant influx of groundwater. Adjusting grades globally across the
Site may be required to allow construction of basement levels without significant
groundwater management. The hydrogeological report and results of longer term
groundwater monitoring should be reviewed during design to further assess for highest
anticipated groundwater elevations present on Site.

Groundwater infiltration above the prevailing static groundwater level (i.e. in
overburden) is expected to be able to be controlled through the use of conventional
construction pumps and a number of filtered sumps. A relatively high rate of infiltration
through sandy soils should be expected following heavy precipitation events and/or
during wet seasonal periods. Dewatering efforts may be lessened if excavations are
carried out during drier months. Further detail regarding estimated rates of dewatering
can be found in the hydrogeological report.

Malroz Engineering Inc.
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7.3 Foundations

Foundations for proposed single residential homes or townhome blocks may consist of
conventional spread, strip or pad footings constructed on competent native soil
subgrades or limestone bedrock at the Site, which have been inspected by a
geotechnical engineer or their designate. Foundation design for these structures is
expected to be carried out in accordance with Part 9 of the Ontario Building Cod (OBC).
A maximum allowable bearing resistance of 75 kPa may be utilized for footings placed
on native soils at the Site, or 300 kPa on shaley or weathered limestone, in accordance
with Table A-9.4.4.1 of OBC.

For larger multi-storey apartment buildings located at the north east portion of the Site,
a bearing resistance of 300 kPa under serviceability limit state (SLS) conditions and 1
MPa under factored ultimate limit state (ULS) can be considered for design of shallow
foundations placed directly on bedrock. It should be noted that removals of highly
weathered or shaley zones will be necessary for these structures, and could result in
significant extra rock excavation quantities. Further investigation of this area once
designs have been further developed is recommended. A layer of lean mix concrete
with a minimum 28-day specified strength (f'c) of 3.5 MPa could be used as a levelling
course over rock subgrades in this area, and at the above noted bearing resistances.

Bedrock should not slope greater than 10% prior to implementing steps. Footings
should not be stepped at an angle steeper than 10H:7V. Excavations should also
should not penetrate below

If additional uplift resistance is required for apartment structures, the use of grouted rock
anchors could be considered, however additional coring would be required to delineate
the extent of shaley/weathered zones in the rock and evaluate potential grout loss/cross
hole migration.

7.3.1 Foundation Dewatering

Perimeter drains should also be installed around all buildings at the Site, connected to a
frost-free outlet. Surface grades should be sloped away from the building, and
landscaped areas directly adjacent to the building should be capped with impermeable
soils, if practicable.

Malroz Engineering Inc.
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If the underside of basement floor slabs is located below identified static groundwater
levels, we recommend construction of an underfloor drainage system under the lowest
level slabs at a minimum. If underslab drainage is considered, the system should be
connected to a frost free outlet in order to reduce the impact of fluctuating groundwater
levels and/or heavy storm events. Underfloor drainage could consist of a network of
100-150 mm diameter socked/perforated PVC drainage tile, placed below the slab
granular, surrounded by clear stone. The clear stone should be separated from the floor
slab granular support material with a non-woven geotextile (Terrafix 270R or similar
should be suitable). Underfloor drainage systems should not be connected to perimeter
drainage to prevent surcharging of either system.

A full underslab membrane waterproofing system may be necessary to entirely protect
structures from ingress. However, cost implications of such systems are significant.
These systems may involve placement of membranes across the top of footings,
underneath the entire basement floor slab area, and wrapped up the foundation walls.
Accordingly, if such a system is proposed to be employed, proper planning and
sequencing will be required during construction to ensure its appropriate installation and
to avoid damage to the membrane during subsequent wall and slab construction.

As mentioned above, longer term monitoring of groundwater levels will be required to
support final design direction. Additional investigation of groundwater levels across the
site may also be prudent where basement floor slabs may be located below static
groundwater levels, as significant hydrogeologic variability may be present within the
fractured rock present at the site. We recommend that a building science/building
envelope consultant be retained to confirm underfloor drainage and/or waterproofing
system details, should they be required.

7.3.2 Frost Protection

Design frost depth in the Picton area should be considered 1.4 m below unprotected
surface grades. As mentioned above, underfloor and perimeter drains should be
connected to a frost free outlet. Sufficient soil cover or an equivalent in thermal
insulation will be necessary to protect foundations from frost action at this Site, including
on weathered/shaley bedrock.

Malroz Engineering Inc.



1983358 Ontario Inc. Page 15
Geotechnical Investigation — Loyalist Heights Residential Development
13437 Loyalist Parkway, Picton, ON File: 1430.00-101

7.4 Slab on Grade

Slabs on grade under basements or garage slabs are expected to be constructed over
limestone bedrock or competent native soils. Slabs that are constructed on an approved
fill subgrade, with a minimum of 150 mm of new Granular ‘A’ bedding, can be designed
considering a modulus of subgrade reaction of 30 MPa/m. All slab subgrades should be
proof rolled and inspected, following stripping of surficial coverings and disturbed soils.
As previously discussed, disturbed zones may extend a significant depth at this Site due
to agricultural activities.

7.5 Backfilling

Backfill around new buildings should consist of non-frost susceptible, free draining
granular material. Below hardscaped areas, all backfill material should be compacted to
a minimum of 98% of its Standard Proctor Maximum Dry Density (SPMDD) to 1 m
below the hardscape base or pavement subbase, and 100% thereafter. Elsewhere, all
backfill should be compacted to 95% of its SPMDD.

7.6 Buried Utility Services

The native soil at this Site will, in its undisturbed sate, provide adequate support for
buried utility pipes. The use of normal Class ‘B’ bedding will be feasible. The bedding
should conform to the most current Ontario Provincial Standard specifications/drawings,
and/or standards set by local authorities. Should weak materials be encountered below
invert levels, they should be removed and replaced with suitable compacted fill. The
minimum bedding thickness beneath pipes is recommended to be 150 mm, but this
should be increased if required by aforementioned specifications (e.g. depending on
pipe diameter and other project details).

Bedding materials should consist of well graded granular such as OPSS Granular ‘A’.
the use of clear stone should not be permitted unless it is encased entirely in a
geotextile which is suitable to prevent the natural soil from infiltrating into the voids
within the clear stone material.

All trenching must be carried out per the OHSA Regulations for Construction Projects,
as discussed in Section 7.1 of this report. Below the groundwater level, the sides of the

Malroz Engineering Inc.
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excavations in cohesionless soils will be unstable. Such soils would therefore have to
be stabilized by groundwater control and/or the soil would have to be retained by
shoring.

To prevent the disturbance of the soil at the bedding level, the water level will need to
be lowered to a minimum of 0.6 m (2 feet) below the base of the excavation).
Dewatering can be effected by utilizing active dewatering such as well point methods, or
through use of tightly interlocking sheeting. If sheeting is utilized, dewatering can be
effected by pumping from filtered sumps within the enclosure, but the sheeting must be
driven to an impervious stratum or to a distance equal to the height of the water table
above the base of the trench, plus about 0.6 m. In some instances, stability of the sheet
piling may require deeper penetration, and should be verified by shoring designers
(typically retained or employed by construction contractors in Ontario). Any removal of
sheeting must not disturb the pipe bedding. Accordingly, the portion of the sheeting
below the springline of the utilities may have to be left in place to prevent disturbance of
the soil below the pipes.

7.7 Pavements
7.71 Pavement Design

Malroz carried out the design in accordance with the American Association of State and
Highway Transportation Officials (AASHTO) 1993 Guide for the Design of Pavement
Structures. Input parameters were selected in accordance with MI-183. Our design is
based on assumptions regarding future traffic. If traffic projection data is available or
projection assumptions should be adjusted, Malroz should be contacted to re-evaluate
the proposed design section.

Given the size of the proposed development, an average annual daily traffic (AADTO of
200 vehicles with 1% heavy vehicle traffic was selected for new design purposes for the
parking area. No growth factor was considered. Table D-5 of the MTO Materials
Information Report MI-183 —Adaptation and Verification of AASHTO Pavement Design
Parameters for Ontario Conditions (March, 2008) (MI-183). Based on the above, the
projected number of equivalent single axel loadings (ESALs) over a standard 20 year
design period would be approximately 7,300 for light duty parking areas.

Malroz Engineering Inc.
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Based on the above noted design inputs, a pavement section consisting of 60 mm of
HL3 (or SP 12.5 Cat. A), overlying a base layer of 150 mm of new Ontario Provincial
Standard Specifications (OPSS) Granular ‘A’ and subbase layer of 200 mm of OPSS
Granular ‘B’ Type Il would be suitable for the estimated traffic.

The above notwithstanding, we understand that Prince Edward County’s standard urban
pavement minimum consists of 40 mm of HL3 and 50 mm of HL8 hotmix asphalt,
overlying 150 mm of OPSS Granular ‘A’ and 300 mm of OPSS Granular ‘B’ Type | or Il.
This pavement section would produce a structural number far exceeding the estimated
design requirement, and would correspond to a capacity of roughly 380,000 ESALS
over a 20 year design period.

7.7.2 Materials and Construction Considerations

For Site preparation, surface vegetation, tree roots, topsoil and organics should be
stripped under the pavement areas, and the underlying subgrade surface proof rolled.
Proof rolling should consist of running a loaded tandem or triaxle dump truck over the
subgrade under the presence of qualified geotechnical personnel. Any localized
identified weak areas should be sub-excavated and replaced with suitable fill soils as
directed by the geotechnical personnel. New fill soil should be placed as an Engineered
Fill operation as described in the section below.

Paving work should be completed in accordance with the requirements of applicable
OPSS and municipal standards. All asphalt mix designs should be reviewed prior to the
commencement of construction.

Hot mix asphalt used in this project should meet the minimum requirements of OPSS

1150/1151 (depending on whether Marshall or Superpave mixes are utilized). Asphalt
cements should be minimum grade of PG 58-28, and meet the requirements of OPSS
1101.

Tack coat should be applied between any vertical surfaces or joints including curbs,

abutting and walls, etc., butt and lap joints and at all tie-ins to other existing asphalt. SS-
1 emulsified asphalts used for this purpose should meet requirements of OPSS 1101.
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1983358 Ontario Inc. Page 18
Geotechnical Investigation — Loyalist Heights Residential Development
13437 Loyalist Parkway, Picton, ON File: 1430.00-101

7.8 Engineered Fill

Engineered Fill application may be required on this project to raise subgrade elevations
and during backfilling of new buildings. For any operation to be considered Engineered
Fill, the following criteria must be satisfied:

e Materials used as Engineered Fill must be uniform and homogenous. The
material should be free of deleterious materials and organics;

e Prior to the placement of Engineered Fill, it must be assessed in a geotechnical
laboratory for, at a minimum, gradation and Standard Proctor analyses;

e The material must be within +/- 2% of its optimum moisture content, as
determined through laboratory testing;

e Engineered Fill operations must take place under the supervision of a
geotechnical engineer or their designate;

e Suitable compaction equipment must be selected for the operation, based on the
material to be compacted;

e Materials should be placed in lifts which are suitable for the compaction
equipment utilized, but generally not greater than 0.2 m loose lifts;

e Density testing must be taken on each lift of Engineered Fill. Any Engineered Fill
which is tested and found to be outside of the specified density range shall be
either removed, reworked or retested; and

e Under no circumstances shall frozen material be placed in any Engineered Fill
operation.

7.9 Stormwater Management Pond

We understand that a stormwater management pond is being proposed at the south
east of the Site, in the vicinity of boreholes BH9 and BH12. Based on the generally
shallow overburden conditions encountered in this area, the pond is likely to extend into
rock if final site grading remains similar to existing at the time of the investigation, as
well as required pool elevations etc.

If pond geometry requires that sideslopes steeper than 3H:1V, the configuration,

location, proposed pond materials, and construction methods should be reviewed by a
geotechnical engineer.
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If ponds are constructed in rock subgrades, the sidewalls and base should be scaled to
the extent that is practicable in this friable deposit.

In order to achieve the required level of retention, the use of a geosynthetic clay line
(GCL) may be necessary. Manufacturers should be consulted in order to determine the
most appropriate product for the desired base/side permeability, in addition to
construction requirements, however we would recommend that a scrim reinforced
product be used.

Upon completion of construction, containment berms and outer slopes should be
seeded/planted in order to prevent surficial erosion and promote naturalization. Surface
grades around any ponds should be sloped away in order to minimize potential for
damage to pond sidewalls from excess surface flows. Additional protection should be
provided for inflow/outflow areas, e.g. provision of rip rap or armour stone.

Malroz Engineering Inc.
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8.0 General Conditions and Limitations

This report was completed for the specific needs of 1983358 Ontario Inc. and is based
on a specific scope of work which is defined in the mutually agreed upon workplan. The
scope of work has limitations as described throughout the report and in the notice to
reader. Data, tables, charts, and interpretive illustrations presented in this document are
instruments of service for this mandate and can only be properly evaluated when
reviewed together with the accompanying report. Reference to this report should only
be made to the complete signed document.

By issuing this report, Malroz is the Geotechnical Engineer of Record for this project. It
is recommended that Malroz be retained during construction of all foundations, during
earthwork operations and paving operations. The intent of this requirement is to verify
conditions encountered during construction are consistent with the findings in the report
and, that inherent knowledge developed as a part of our study is correctly carried
forward to construction phases. We should be retained to review whether our
recommendations have been applied appropriately, once drawings and specifications
are complete. Without this review, Malroz will not be liable for any misunderstanding of
our recommendations or their application and adaptation into final designs.

The work performed in this report was carried out in accordance with the terms and
conditions made as a part of our proposal and/or contract pursuant to which this report
was issued, in a manner consistent with that level of care and skill ordinarily exercised
by members of the Geotechnical Engineering profession currently practicing under
similar conditions in the same locality. The conclusions presented in the report are
based solely upon the scope of services, governed by the time and budgetary
considerations to which this work was subject.

The factual data, recommendations and comments in this report pertain to the specific
project as described in the report, and are not applicable to any other project or location.
If the project is conceptually modified or changes location, or if it is not initiated within
twelve months of the date of this report, Malroz should be given an opportunity to
confirm that the information in this report is still valid and/or applicable.

The comments in this report are intended only for the guidance of project designers and
engineers. Contractors bidding on or undertaking the work should rely on their own
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investigations, as well as their own interpretations of the factual borehole and in-situ test
information, and how subsurface conditions may affect their work.

This report must be read as a whole, as sections taken out of context can be
misleading. Drafts and working copies, whether or not marked as “draft”, “for discussion
purposes” or otherwise, do not necessarily reflect Malroz’s final opinion following
consideration of all matters which are subject to the study giving rise thereto; they are
issued for comment and information purposes only, and are subject to change and
should not be relied upon in any way or for any purpose.

It is important to emphasize that a soil investigation is, in fact, a random sampling of a
site and the comments included in this report are based solely on the results obtained at
the borehole locations only. Soil and groundwater conditions between and beyond the
borehole locations may differ both horizontally and vertically from those encountered at
the borehole locations and may become apparent during construction, which could not
be detected or anticipated at the time of our investigation. Should any conditions at the
site be encountered which differ from those found during this investigation, we request
that we be notified immediately in order to permit a reassessment of our comment and
recommendations. If changed conditions are identified during construction, no matter
how minor, the recommendations in this report shall be considered invalid until sufficient
review and written assessment of said conditions by Malroz has been completed.
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9.0 Closure

We trust that this report meets your present requirements. Please do not hesitate to
contact us should there be any further questions or comments.

Respectfully Submitted, e

L \20210223

Malroz Engineering Inc.,

per. D Hill, P. Eng. reviewed: Ddvid Hodgson, P.Eng.
Geotechnical Engineer, Project Manager Senior Engineer, Principal
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PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH1

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.
DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

FIELD INSTRUMENT(S): RKI Eagle 1l CGl & PID

DATE DRILLED: November 10, 2020

EASTING: 326200.1

DATUM: NAD 83, Zone 18T

NORTHING:4873807.7

LOGGED BY:MS
INPUT BY: RF

VALIDATED BY:DPH

Lab Testing
< o Moisture
Q. =
c —~ —~| o5 ol s Content
g |82 |gg| o . 3lm|> (%) PID (ppm)
3 |82 |85 | 2% Description g E| X Z °
= |2 |OE | €& gl oS - O o0 9 o9 oo v o v 3
— L~ 8 % O -~ AN ™M T 1 © NOo N 0 N~ -~
m
103.5 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ LI ‘ L1 ‘ LI ‘
Fill
sand, some clay, some silt, dark brown, moist
S§S1/ 0 | 6 [ )
08 | o [ |
Silty Sand
trace sand, trace clay, trace gravel, brown, moist, 10
loose to very dense §82/100| 7 ® ®
Lab Result - SS3 9
G:2%, SA:64%, Sl: 24%, CL:10% SS3/100| 12 (" o
10
SsS4(100| 12| @ L
10
§S5(100{ 35| @ L
10
$S6/100(100| @ L
10
$S7/100|103| @ [ )
6.5
End of borehole by practical auger refusal.

Notes:

Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.
G, SA, SI, & CL denote gravel, sand, silt and clay respectively.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH2

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.
DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

FIELD INSTRUMENT(S): RKI Eagle 1l CGl & PID
DATE DRILLED: November 10, 2020

EASTING: 325921.8

DATUM: NAD 83, Zone 18T

NORTHING:4873657.1

LOGGED BY: MS
INPUT BY: RF

VALIDATED BY:DPH

—9 |
T 4
—95 |
e
94 |
G
93

End of borehole by practical auger refusal.

Lab Testing
< o Moisture
Q. =
— —~ —~ ®
5 57 =7 &% - A E PID (ppm)
3 |82 |85 | 2% Description g E| X Z °
£ ) a S > X o
= |2¢ El k& = I = O o0 9 o9 oo v o v o
— L~ 8 % O -~ AN ™M T 1 © NOo N 0 N~ -~
m
99.7 ‘HH‘HH‘HH‘\H\‘HH‘\H\‘HH‘ ‘ 1] ‘ 1] ‘ L1 ‘ LI ‘
0.1 \ Topsoil (75 mm)
trace organics, some sand, dark brown, moist ss1l54 | 8 25. °®
Silty Sand
trace clay, trace gravel, moist, compact
10
§S2(100| 14| @ L
6
$S3(100| 25 | @ L
9
SS4(/100| 65 | @ L
30 4

Notes:

Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH3

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.
DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

DATUM: NAD 83, Zone 18T
EASTING: 326071.4
NORTHING: 4873652.6

LOGGED BY: MS

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 10, 2020 VALIDATED BY:DPH
Lab Testing
< o Moisture
Q. =
5 57 57 32 . gl g8 Conem
S 8¢ 32|28 Description g ElX|Z (%) Well
£ |2 O] BE Sl o] ¥ - coooooo Construction
— w ~ 8 OO~ N O T O © N~
a )
‘\H\‘HH‘HH‘HH‘HH‘HH‘HH‘
0.1 \ Topsoil (75 mm)
trace organics, some sand, dark brown, moist ss1l 38| 5 15.
Silty Sand
trace gravel, dark brown to brown, moist, loose to
compact .
14
§S2/ 63 | 6 [ ]
10
S§83|/100| 29 [ ]
9
$S4(100| 70 | @
§85(100| 91
B 4.2
—93 )
| End of borehole by practical auger refusal.
—5
—92
—6
—91

1.5 m screen
0.55 m stick-up
#1 sand

Notes: Well Construction Details
Steel Monument Casing
38 mm schedule 40 PVC
0.25 mm sllotted screen

Groundwater Monitoring Details
monitored on: December 10, 2020

DTW™ 2.60 m
DTB'": 4.20 m
'depths are reported from grade

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

= Picton, ON
MALROZ .= BOREHOLE LOG:
ENGINEERING INCORPORATED| .
1983358 Ontario Inc. BH4
308 Welington Street DRILLING CONTRACTOR:G.E.T. Drilling Ltd. DATUM: NAD 83, Zone 18T
r
Kingston, ON K7K 7A8 DRILLING EQUIPMENT: CME 55, Track Mount EASTING: 325895.5
Canada NORTHING: 4873545.3

613-548-3446
www.malroz.com

DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

FIELD INSTRUMENT(S): RKI Eagle 1l CGl & PID
DATE DRILLED: November 10, 2020

INPUT BY: RF

LOGGED BY: MS

VALIDATED BY:DPH

Lab Testing
< o Moisture
Q. =
> |82 5%\ s 4 oL 28 § Co(?/t()ant PID (ppm)
3 |82 |85 | 2% Description g E| X Z °
= |Qg |DE| ckE 20| % - oo 9o oo o v o v 3
— L~ ~ 8 % O -~ N ™M T O No N 0 N~ -~
m
96.0 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ LI ‘ L1 ‘ LI ‘
0 0.1 | Topsoil (75 mm)
- trace organics, some sand, dark brown, moist ss1l 50 | 4 18. °®
Fill
I silty sand, some clay, trace gravel, brown, moist,
loose (possibly reworked) *‘
- 0.8 -
Silty Sand 9
trace to some clay, trace gravel, brown to grey, moist
to wet, compact §§2|100| 8 o ®
1
§S3| 92 | 15 % L
10
SS4(/100{ 23| @ L
3.0 . .
Sandy Clayey Silt 16
grey to brown, moist to wet, very stiff SS5/100| 29 [ ) o
- | Lab Result - SS5
[~ G:1%, SA:25%, Sl: 46%, CL:28% ~
4
1 - B 37 [-LL:20.9%, PL: 10.1%, PI: 10.8%
—92 4 End of borehole by practical auger refusal.
—91 |5
—90 | g
Notes: Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

LL, PL, and PI

G, SA, SI, & CL denote gravel, sand, silt and clay respectively.

denote liquid limit, plastic limit and plasticity index respectively.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH5

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.

DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 200 mm Hollow Stem Auger
SAMPLING METHOD: Split Spoon

EASTING: 326405.4

NORTHING:4873686.6

DATUM: NAD 83, Zone 18T

LOGGED BY: MS

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 10, 2020 VALIDATED BY:DPH
Lab Testing
£ o Moisture
=3 —
3 |§¢ g2 |A? o 2 98 Content
S |82 88| 2% Description g £ 2% (%) well
= nE |CE gg’ gl ol - ©O 00 oo oo Construction
- w~ = 8 A O~ AN ™M T v O~
s} »n
95.1 ‘\H\‘HH‘HH‘HH‘HH‘HH‘HH‘
=2 g5 | O 0.1 \ Topsoil (75 mm) r’
]- ! e - trace organics, some sand, dark brown, moist ss1 0 | & 60.
peihdiced Silty Sand
.- . trace clay, trace gravel, brown to grey, moist to wet,
0.6 Nloose
Weathered/Shaley Limestone
0.9 | inferred from auger grinding, observation of auger
cuttings
Limestone
grey, poor rock quality
RC1: SCR = 86.5% RC1) 97 | 29
RC2: SCR = 44.5% RC2| 97 | 20
4.1

End of borehole in limestone bedrock.

Notes: Well Construction

1.5 m screen
0.85 m stick-up

Steel Monument Casing
38 mm schedule 40 PVC
0.25 mm sllotted screen

Details Groundwater Monitoring Details (TBC)
monitored on:

DTW™:

DTB":

'depths are reported from grade

SCR denotes solid core recovery

#1sand  TH|S BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

613-548-3446
www.malroz.com

DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

= Picton, ON
MALROZ .= BOREHOLE LOG:
ENGINEERING INCORPORATED| .
1983358 Ontario Inc. BH6
308 Welington Street DRILLING CONTRACTOR:G.E.T. Drilling Ltd. DATUM: NAD 83, Zone 18T
n oor
Kingston, ON K7K 7A8 DRILLING EQUIPMENT: CME 55, Track Mount EASTING: 326209.8
Canada NORTHING: 4873632.3

LOGGED BY:MS

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 11, 2020 VALIDATED BY:DPH
Lab Testing
< o Moisture
Q. =
— —~| @~ 0| = Content
3 |§7 cov|ot L 3lm|> o PID (ppm)
S |82 |52 2% Description g E| Xz (%)
= |2 |OE | €& gl oS - O o0 9 o9 oo v o v 3
— L~ 8 % O -~ AN ™M T 1 © NOo N 0 N~ -~
m
95.0 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ LI ‘ L1 ‘ LI ‘
0.1 \ Topsoil (75 mm)
trace organics, some sand, dark brown, moist ss1l 46 | 4 15. °®
Silty Sand
some clay, brown, moist, loose to compact
11
§S2(71 (34| @ L
15 4
[ - End of borehole by practical auger refusal.
—93 | 5
—92 | 4
—91 |4
—89 | 6

Notes:

Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

ENGINEERING INCORPORATED

M;LRDZ CLIENT:

1983358 Ontario Inc.

BOREHOLE LOG:

BH7

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.
DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

EASTING: 326339.2

DATUM: NAD 83, Zone 18T

NORTHING:4873563.2

LOGGED BY: MS

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 11, 2020 VALIDATED BY:DPH
Lab Testing
< o Moisture
Q. =
— —~| @~ 0| = Content
3 |§7 cov|ot L 3lm|> o PID (ppm)
S |82 |52 2% Description g E| Xz (%)
= |2 |OE | €& gl oS - O o0 9 o9 oo v o v 3
— L~ 8 % O -~ AN ™M T 1 © NOo N 0 N~ -~
s}
94.9 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ 1] ‘ L1 ‘ LI ‘
0.1 \ Topsoil (75 mm)
some sand, brown ss1l 83 | 4 20. ®
Silty Sand
brown, moist, loose
1.1 §S2( 83 | 25 90 L
" | Sandy Clayey Silt
limestone fragments, very stiff
s 15 4
i - End of borehole by practical auger refusal.
—93
—2
—92
—3
—91
—4
—90
—5
—89
—6

Notes:

Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

613-548-3446
www.malroz.com

DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

= Picton, ON
MALROZ .= BOREHOLE LOG:
ENGINEERING INCORPORATED| .
1983358 Ontario Inc. BH8
308 Welington Street DRILLING CONTRACTOR:G.E.T. Drilling Ltd. DATUM: NAD 83, Zone 18T
n oor
Kingston, ON K7K 7A8 DRILLING EQUIPMENT: CME 55, Track Mount EASTING: 326094.8
Canada NORTHING: 4873570.4

LOGGED BY:MS

G, SA, SI, & CL denote gravel, sand, silt and clay respectively.

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 10, 2020 VALIDATED BY:DPH
Lab Testing
< o Moisture
& g Content
— — —~ O
3 |§7 cov|ot L 3lm|> o PID (ppm)
S |82 88| 2% Description ol £l 2| % (%)
= 32 =] e < % NS =
= |2E El k& O oo 9o oo o 0w o ©
— L~ 8 % O -~ N ™M T O No N Yo} N~
m
93.7 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ L ‘ 1] ‘ L] ‘ 1] ‘
g 0 0.1 | Topsoil (75 mm) _
2 - some sand, some clay, dark brown, moist, loose 5 18. °®
| Silty Clay
/’ - some sand, brown, moist, limestone fragments, firm
:m;’% | to very stiff
/f Lab Result - SS2
F: 1 G:52%, SA:32%, SI:12%, CL:4% 19 14‘ P
J/'/, [ - 15
—92 | End of borehole by practical auger refusal.
[ —2
—9o1 |
| —3
—90 |
| —4
—89 |
[ —5
—88 |
| —6
87
Notes: Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




- ) PROJECT: 1430 - Proposed Residential Development, Loyalist Heights
= Picton, ON
MALROZ - = BOREHOLE LOG:
ENGINEERING INCORPORATED| 1983358 Ontario Inc BH9
308 Wellington Street DRILLING CONTRACTOR:G.E.T. Drilling Ltd. DATUM: NAD 83, Zone 18T
2nd Floor .
Kingston, ON K7K 7A8 DRILLING EQUIPMENT: CME 55, Track Mount EASTING: 326244.3
Canad . :
anada DRILLING METHOD: 100 mm Solid Stem Auger NORTHING:4873507.0
613-548-3446 ] . '
e om SAMPLING METHOD: Split Spoon LOGGED BY: MS
FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 11, 2020 VALIDATED BY:DPH
Lab Testing
£ o Moisture
o =
3 59 g2 A48 o IIE Cog/tent
S 88 |52 |z% Description AR (%) Well
§ o c og c E |2‘ | > [ O 0O O o o o o COI’]StI’UCtIOﬂ
— w ~— ~ 3 Lo+~ AN ®»F B © K
& »n
93.8 ‘\H\‘HH‘HH‘\H\‘HH‘HH‘HH‘
et 0 0.1 \ Topsoil (75 mm) r’
::]‘.:E::‘., L some sand, brown ss1100! 5 15.
pepEElizes Silty Sand
.- -l I 06 moist, loose, limestone fragments
/ o3 L " | Weathered/Shaley Limestone
/ inferred from auger grinding, observation of auger
/ L1 cuttings
/
L1 L
/
/ .
/ a
71—92
/
7 —2
/
7 n
L | |
L 7 —91
29
[ 3 End of borehole by practical auger refusal.
790 —
- —4
789 [
- —5
788 [
- —6
Notes: Well Construction Details Groundwater Monitoring Details

Steel Monument Casing monitored on: December 10, 2020
38 mm schedule 40 PVC DTW™ 1.69 m

0.25 mm sllotted screen DTB'": 2.90 m

1.5 m screen 'depths are reported from grade
0.91 m stick-up

#1%a% THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH10

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.
DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

FIELD INSTRUMENT(S): RKI Eagle 1l CGl & PID
DATE DRILLED: November 11, 2020

EASTING: 325865.8

DATUM: NAD 83, Zone 18T

NORTHING:4873403.0

LOGGED BY:MS
INPUT BY: RF

VALIDATED BY:DPH

Lab Testing
£ o Moisture
Q. =
— —~| @~ 0| = Content
> |82 K I AREE (%) PID (ppm)
3 |82 |85 | 2% Description gl E| X Z °
= g |OEg| cE 2l | s - O 0o o0 oo oo 0 o v 38
s}
92.5 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ 1] ‘ L] ‘ LI ‘
0.1 \ Topsoil (75 mm)
some sand, brown ss1l100| & 17. ®
Silty Sand
trace clay, trace gravel, brown, moist, loose
2
§S2(100| 7 % o
Lab Result - S53 ssalioo] 7| Ve ®
G:4%, SA:35%, SI:53%, CL:8%
3.0
L - End of borehole by practical auger refusal.
—89 |
| —4
—88 |
| —5
—87 |
| —6
—86 |

Notes:

Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.
G, SA, SI, & CL denote gravel, sand, silt and clay respectively.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

613-548-3446
www.malroz.com

DRILLING METHOD: 100 mm Solid Stem Auger
SAMPLING METHOD: Split Spoon

FIELD INSTRUMENT(S): RKI Eagle 1l CGl & PID
DATE DRILLED: November 10, 2020

= Picton, ON
MALROZ .= BOREHOLE LOG:
ENGINEERING INCORPORATED| .
1983358 Ontario Inc. BH11
308 Welington Street DRILLING CONTRACTOR:G.E.T. Drilling Ltd. DATUM: NAD 83, Zone 18T
ni oor .
Kingston, ON K7K 7A8 DRILLING EQUIPMENT: CME 55, Track Mount EASTING: 325977.9
Canada NORTHING: 4873387.6

LOGGED BY:MS
INPUT BY: RF

VALIDATED BY:DPH

Lab Testing
£ o Moisture
Q. =
— —~| @~ 0| = Content
5 62 g2 |48 - 3oz (%) PID (ppm)
S g s&| 2 Description gl E X Z °
2 22 |8e s S| 8| 2| f o
= |2 |[OE| cE [ A I N oo oo o oo v o v o
— w Vg %o\—vamﬂol\oc\l n  ~ -
m
‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘ ‘ 1] ‘ 1] ‘ L1 ‘ LI ‘
0.1 \ Topsoil (75 mm)
some sand, brown ss1/100! 4 18. ®
Silty Sand
trace clay, trace gravel, brown, moist, loose to
compact *.
11
$S2(100| 15 o L
1.4 :
Weathered/Shaley Limestone
inferred from auger grinding, observation of auger
/ = cuttings
/ -
7 2
2.1
—90 |- )
End of borehole by practical auger refusal.
= —3
789 [
= —4
788 [
= —5
i87 [
= —6
786 [
Notes: Borehole backfilled with hydrated bentonite chips and drill cuttings following completion.

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




PROJECT: 1430 - Proposed Residential Development, Loyalist Heights

Picton, ON

MALROZ

ENGINEERING INCORPORATED

CLIENT:
1983358 Ontario Inc.

BOREHOLE LOG:
BH12

308 Wellington Street
2nd Floor

Kingston, ON K7K 7A8
Canada

613-548-3446
www.malroz.com

DRILLING CONTRACTOR:G.E.T. Drilling Ltd.

DRILLING EQUIPMENT: CME 55, Track Mount
DRILLING METHOD: 200 mm Hollow Stem Auger
SAMPLING METHOD: Split Spoon

EASTING: 326154.6

NORTHING:4873343.7

DATUM: NAD 83, Zone 18T

LOGGED BY: MS

FIELD INSTRUMENT(S): RKI Eagle Il CGI & PID INPUT BY: RF
DATE DRILLED: November 11, 2020 VALIDATED BY:DPH
Lab Testing
< o Moisture
Q. =
3 |62 co| 8% o 2198 Co?tent
S 82 (58|23 Description 2| E| 2z (%) Well
£ |2 |OE | cE Pl o ¥ - coooo oo Construction
— w ~ 8 OO~ AN ™M T O O~
a »n
91.2 ‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘
0.1 \ Topsoil (75 mm)
some sand, brown ss1l 75 | 4 15.
Silty Sand
trace clay, trace gravel, brown, moist, loose
8
0.9 SS2/100| R | @
"~ | Weathered/Shaley Limestone
inferred from auger grinding, observation of auger
cuttings
1.5 :
Limestone
grey, poor quality
RC1: SCR = 72.5% RC1/100| 22
Lab Result - RC2
UCS: 64.5 (MPa)
RC2: SCR =78.8% RC2| 98 | 30
4.6
L End of borehole in limestone bedrock.
—5
— 86
|6
—85

Notes: Well Construction

Details Groundwater Monitoring Details

1.5 m screen
0.85 m stick-up
#1 sand

Steel Monument Casing
38 mm schedule 40 PVC
0.25 mm sllotted screen

DTW" 2.69 m
DTB": 4.60 m
'depths are reported from grade

UCS denotes unfonfined compressive strength
monitored on: December 10, 2020 SCR denotes solid core recovery

THIS BOREHOLE LOG MUST BE READ TOGETHER WITH THE ACCOMPANYING REPORT




Appendix C
Bedrock Core Photographs



1983358 Ontario Inc.
Geotechnical Investigation — Loyalist Heights Residential Development
13437 Loyalist Parkway, Picton ON File: 1430.00-101

Figure 1 — BH5/RC1

Figure 2 — BH5/RC2

Malroz Engineering Inc.



1983358 Ontario Inc.
Geotechnical Investigation — Loyalist Heights Residential Development
13437 Loyalist Parkway, Picton ON File: 1430.00-101

T
19 20"

Figure 1 —BH12/RC1

] UK AT 7

T g
16 [ 18 19 20

Figure 2 —BH12/RC2

Malroz Engineering Inc.



Appendix D
Geotechnical Laboratory Results



MALROZ

Particle Size Analysis (LS-702)

Clay and Silt

Gravel

Fine | Medium

Coarse

Fine Coarse

100

90

80

70

60

50

40

PERCENT PASSING

20

10

0.001

0.01

0.1 1
PARTICLE SIZE, MM

=@=— BH1SS3

10

Clay (%)

Silt (%)

Sand (%)

Gravel (%)

10

24

64

2

Silty SAND, trace clay, trace gravel

Client:
Project:
Sample ID:
Location:

1983358 Ontario Inc.

1430.00-101
BH1 SS3

13437 Loyalist Parkway,

Picton, ON

Tested: JS
Date: 2020-12-22
Validated:

Date: 2020-12-23




MALROZ

Particle Size Analysis (LS-702)

Clay and Silt

Gravel

Fine

100

90

80

70

60

50

40

PERCENT PASSING

20

10

0.001

0.01

0.1 1
PARTICLE SIZE, MM

=@=— BH4 SS5

Coarse Fine

Coarse

10

Clay (%)

Silt (%)

Sand (%)

Gravel (%)

28

46

25

1

Sandy, Clayey SILT, trace gravel

Client:
Project:
Sample ID:
Location:

1983358 Ontario Inc.

1430.00-101
BH4 SS5

13437 Loyalist Parkway,

Picton, ON

Tested:

Date

JS
: 2020-12-22

Validated:

Date

: 2020-12-23




MALROZ

Malroz Engineering Inc. Laboratory
745 Development Drive Unit 4B
Kingston, ON, K7M 4W6

Atterberg Limits Test Summary (LS 703/704)

Client: 1983358 Ontario Inc. Lab No. 0112E
Project No.: 1430.00-101 Tested By: JS
Location: 13437 Loyalist Parkway, Picton Date Tested: 22-Dec-20
BH: 4
Depth: -
Sample: SS5
Atterberg Limits
22 - . Liquid Limit
Liquid Limit  20.9% | _ ¢
X 21 -
= 3
Plastic Limit  10.1% | §
s 20 - ®
Plasticity Index  10.8% | 3
S 19 ——
10 100
Blow count

60

Soil Classification

50

40

S S

e |/

30

N

Plasticity index PI (%)

20

10

4 " MH & OH
cL

4
Z /
CL & ML ML & OL

20 40 60 80 100
Liquid limit LL (%)

>l

MALROZ

Validated By, r_,

Date: ~ 2020-12-23

Page 1



.1||”

MALROZ

Dresden Clay Reference Material

Atterberg Limits

Liquid Limit  32.9%
Plastic Limit 18.1%

Plasticity Index  14.7%

Malroz Engineering Inc. Laboratory

745 Development Drive Unit 4B
Kingston, ON, K7M 4W6

Tested By: JS
Date Tested: Dec. 21, 2020

Plasticity Index Control Chart

18.0
o ® ® ® ® ® »® ® ® ® ®
— 16.0
c
2 140
C
8 12.0
¢ 100 ® ® : : : : : : :
2 100 |
k7 0 2 4 6 8 10 12
]
> Test No.
—8— Lower Limit  —@— Upper Limit Plasticity Index
Plastic Limit Control Chart
o 21 ® ® ® ® . ° ® . . 3
20
1S
g 19
S 18
O 1y ® ® ® ® ® ® ® ® ® ®
(O]
5 0 2 4 6 8 10 12
@
© Test No.
=
—&— Lower Limit  —®&— Upper Limit Plastic Limit
Liquid Limit Control Chart
. 36
EN ® ® : ® : ® : ® : 9
+ 34
(O]
£ 32
(@]
O 3 ® : : : : : : : ]
v
5 0 2 4 6 8 10 12
k)
© Test No.
=
—8®—Lower Limit —@—Upper Limit Liquid Limit
MALROZ Page 2



MALROZ

Particle Size Analysis (LS-702)

100

Clay and Silt

Sand

Gravel

Fine

| Medium

| Coarse

Fine Coarse
)

90

80

70

60

50

40

PERCENT PASSING

0.01

0.1

PARTICLE SIZE, MM

=—@=— BH8 SS2

10

Clay (%)

Silt (%)

Sand (%)

Gravel (%)

4

12

32

52

Sandy GRAVEL, some silt, trace clay

Client: 1983358 Ontario Inc.

Project: 1430.00-101
Sample ID: BH8 SS2

Location: 13437 Loyalist Parkway,

Picton, ON

Tested: JS
Date: 2020-42-22
Validated:

Date: 2020-12-23




MALROZ Particle Size Analysis (LS-702)

Sand Gravel

Clay and Silt |

Fine Medium | Coarse Fine Coarse

100

90

80

70

60

50

40

PERCENT PASSING

20

10

0.001

N

0.01 0.1 1 10
PARTICLE SIZE, MM

=@&= BH10 SS3

Clay (%) Silt (%) Sand (%) Gravel (%)

8

53 35 4

SAND AND SILT, trace clay, trace gravel

Client:
Project:
Sample ID:
Location:

1983358 Ontario Inc. Tested: JS

1430.00-101 Date: gp -22
BH10 SS3 Validated:
13437 Loyalist Parkway,

Picton, ON
Date: 2020-12-23
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