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GENERAL NOTES

1. GENERALLY, DRIVEWAY TO BE LOCATED TO
MAXIMIZE SHEET FLOW DRAINAGE FROM HOUSE,

DRIVEWAY, ETC.
2. GENERALLY, DRIVEWAYS TO BE GRADED WITH 2.0%

MIN. CROSS FALL.

3. WHERE DITCHING IS REQUIRED, 9.0M MINIMUM
450MM LO-HED EQUIV. CSP'S ARE TO BE INSTALLED
UNDER PROPOSED DRIVEWAYS.

4. AREAS DISTURBED BY LOT GRADING SHALL BE
LIMITED TO THOSE AREAS NECESSARY TO CONSTRUCT

THE PARKING AREA AND RESTORE LANDS IN

DEMOLITION AREAS.
5. DRIVEWAYS TO DRAIN TO STREET.

IMAGERY
AERIAL IMAGERY SHOWN IS FOR ILLUSTRATIVE PURPOSES
ONLY AND MAY NOT DEPICT CURRENT FEATURES.
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CAUTION

THIS IS NOT A PLAN OF SURVEY AND SHALL NOT BE USED
EXCEPT FOR THE PURPOSE INDICATED IN THE TITLE BLOCK.
THE WORK AND DRAWINGS HEREIN WERE COMPLETED FOR THE

EXCLUSIVE USE OF OUR CLIENT AND NO LIABILITY IS
ASSUMED TO ANY THIRD PARTIES OR SUBSEQUENT OWNERS.

UNDERSIDE OF FOOTING MAY BE LOWER THAN
ELEVATION NOTED DUE TO EXISTING CONDITIONS,
EXACT DEPTH OF FOOTING TO BE DETERMINED ON
SITE DURING EXCAVATION FOR FOOTING

PLAN NOTES
ELEVATIONS ARE GEODETIC AND REFERRED TO THE
CANADIAN GEODETIC VERTICAL DATUM (CGVD28) BY
BY DIRECT MEASUREMENT TO A REAL TIME NETWORK.
DISTANCES AND COORDINATES SHOWN ON THIS PLAN
ARE METRIC AND CAN BE CONVERTED TO IMPERIAL BY

DIVIDING BY 0.3048.
PROPERTY DIMENSIONS SHOWN HEREON ARE
INACCORDANCE WITH IBW SURVEYORS RECORDS.

(PROJECT NUMBER A-030087)
CONTOURS SHOWN HEREON ARE DRAWN AT 0.20 METRE

INTERVALS.
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SECTION A-A
NOTES:
1 Radius shall be 8.0m when entrance is used for farm equipment.
2 Maxit gradi 6% for i i t
and 10% for farm and field entrances.
3 Slope shall be 3H:1V or flatter when specified.
A All dimensions are in metres unless otherwise shown. —_— —_—
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