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1.0 Introduction  
The Greer Galloway Group (GGG) has been retained to provide engineering services to support of the development 
application process for of the property located at the municipal address 4 County Road 18 and 89 Sandy Lane, Cherry Valley, 
Prince Edward County, Ontario. The proposed development has removed 40 existing serviced camper trailer sites and will 
develop a tent accommodation and event use intended to be much ‘softer’ and less impactful to the property and associated 
runoff. 
 
This report has been prepared in consideration of possible stormwater impacts of the proposed modified use of the property.  

1.1 Scope of Report  

This stormwater management brief (SWB) speaks to the potential effects of the proposed development relating to stormwater 
quality and quantity and describes proposed measures to mitigate post-development impacts through the use of various 
control systems and/or best management practices. 

1.2 Standards and Guidelines   

The following standards and guidelines were consulted: 

• Stormwater Management Planning and Design Manual - Ministry of the Environment, 2003; 

• MTO Drainage Management Manual – Ministry of Transportation, 1997; 

• Low Impact Development Stormwater Management Planning and Design Guide by CVC and TRCA, 2010; 

• Quinte Conservation Authority Stormwater Management Technical Resources. 

1.3 Geotechnical Investigation 

A geotechnical report was not completed at the time of writing this report. A desktop review of the site soils was assessed 
using the Ministry of Agriculture’s online soil mapping tool, AgMaps. It was found that the existing soil condition can be 
expected to be “Type-A”. Runoff coefficients were selected based on these anticipated soil conditions. 

The nature of the proposed works and presence of an adjacent large body of water where storm runoff is directly outlet is such 
that a detailed stormwater report is not felt necessary. 

1.4 Design Criteria 

The design criteria for stormwater management are based on the requirements of Quinte Conservation Authority (QCA) and 
the Ministry of the Environment, Conservation, and Parks, (MECP). Key design criteria are listed below: 
 

• Enhanced (Level 1) treatment for Water Quality as defined by the MOE shall be achieved – 80% Total Suspended 
Solids (T.S.S) removal. 

• Water quantity controls shall be in accordance with the 2003 MOE SWMPD Manual. Flood flow management criteria 
requires that all storm events up to and including the 100-year storm will be controlled to predevelopment levels, 
unless, the outlet is directly to a large body of water where stormwater quantity impacts will not be felt. 

• Sediment erosion and control are to be managed during and after the construction of the proposed development. 

2.0 Existing Conditions 
The development site is located in Cherry Valley, Prince Edward County, Ontario at 89 Sandy Lane. The property has an area 
of approximately 3.66 ha. Existing site conditions include a large wetland area the property wraps around to the east, waterfront 
to West Lake to the north, 41 fully serviced semi-permanent camper trailers with decks and parking, 2 houses, storage 
buildings/sheds, a registration office, landscaped areas, and treed areas with a gravel laneway connecting the property directly 
to County Road 10. 
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A secondary access is provided off the Lions Memorial Park to the east. 
 
A topographic survey was completed to assess the grading of the site. The extent of the survey is limited by the wetland and 
heavily vegetated areas where access could not be gained. Based on this survey and available mapping, and site observations 
drainage is confirmed generally towards the adjacent wetland / East Lake. Therefore, only one parcel was delineated and is 
called “Drainage Parcel – A”. 
 
Surfacewater runoff sheet flows across the property and accumulates in the adjacent water bodies which ultimately outlets to 
Lake Ontario. 
 
Refer to appended Predevelopment Drainage Area Drawing. 
 

3.0 Pre-Development Model 

3.1 Pre Parcel - A 

The drainage area for Pre Parcel - A is 3.66 ha and it generally wraps around the wetland. It is comprised of treed and grassed 
areas, two existing houses, storage buildings/sheds, a registration office, 41 campers, and a 3.2m wide gravel laneway. Based 
on the existing land use and soils, a composite runoff coefficient of 0.25 was selected. Stormwater runoff is sheet flow from 
the area at a typical slope of 3.7% and flows to adjacent wetland / East Lake and ultimately into Lake Ontario. 
 
The Airport Method was used to calculate the time of concentration (Tc) as follows: 
 

𝑇𝑇𝑐𝑐 =
3.26 × (1.1 − 𝐶𝐶) × √𝐿𝐿

√𝑆𝑆3  

      Equation 2.1.1.1 
Where: Tc = Time of Concentration (32 minutes) 
 C = Runoff Coefficient (0.25) 
 L = Watershed Length (305 metres) 
 S = Watershed Slope (3.7%) 
 
Intensity-Duration-Frequency curves were used to determine the 1 in 5-year and 1 in 100-year rainfall intensities for the 
watershed. 
 
Based on a time of concentration of 32 minutes, the 5-year peak intensity will be 44 mm/hr and the 100-year peak intensity is 
74 mm/hr. 
 
This results in peak flow rates of 113 litres/second and 188 litres/second for the 5-year and 100-year storms, respectively.  
 
Refer to Appendix ‘A’ for predevelopment stormwater calculations. 
 

4.0 Post Development 
As a part of the development, 40 campers will be removed, tenting sites will be maintained on elevated decks (no impact  to 
runoff), both existing houses will be maintained, a maximum 36 grassed parking spots will be provided along the south portion 
of Sandy Lane (gravel) which will be widened to 6.0m from 3.2m to meet emergency access requirements. 
 
Site grades will remain unchanged and no changes in drainage are expected. The drainage flows continue to drain to the 
wetland / East Lake and ultimately Lake Ontario. 
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The Post Development Drainage Area Drawing is appended. 
 
The proposed development essentially involves the removal of the previous semi-permanent structures which will benefit 
stormwater conditions with a modest increase in gravel surfaces associated with the widening of the gravel laneway which will 
tend to increase runoff. 

4.1 Post Parcel - A 

The post-development drainage area remains 3.66 ha. The proposed development changes will cause a minor increase in 
imperviousness increasing the site runoff coefficient by 0.03 from 0.25 to 0.28. Therefore, a similarly minor increase in peak 
flows are expected with 129 litres/second and 215 litres/second for the 5-year and 100-year storms respectively. 
 
Note: We understand regular vehicle access will be limited to the grassed parking areas on the southern portion of the property. 
Access to areas beyond that will be provided by electric golf carts which will aid in maintaining good stormwater water quality 
runoff. 
 
Refer to Appendix ‘A’ for post-development image and stormwater calculations. 
 

5.0 Quantity Control 
The water quantity objective is to preserve the hydrologic function of the adjacent watercourse / municipal ditch and minimize 
impacts on flooding that may occur as a result of the development. Therefore, an assessment of the development and its 
impacts have been performed to demonstrate that the proposed changes will not result in negative impacts on downstream 
flooding. Refer to Appendix ‘A’ for quantity control calculation calculations. 
 
The drainage area for Post Parcel is 3.66 hectares with a composite runoff coefficient of 0.28. Using the Modified Rational 
Method (refer to calculations in Appendix ‘A’), uncontrolled inflows of 215 litres/second would occur at a time of concentration 
of 30 minutes under the 1 in 100-year event, which is 27 litres/second higher than pre-development conditions. 
 
Post Parcel - A outlets to the the wetland / East Lake which is connected to Lake Ontario. As surface water runoff is directly 
outlet to a sufficiently large body of water that site drainage will have no measurable affect – no quantity control will be needed 
for this area. 
 
There is a developing practice of making additional allowances for increasingly severe storm events attributed to global climate 
change. In this instance, no water quantity storage is being required on the site, so, no such measures are needed. 
 

6.0 Quality Control 
The development will result in a modest overall increase in semi-impervious surfaces (laneway gravel) that will require quality 
control treatment in accordance with the Ministry of Environment, Conservation and Parks (MECP) – Stormwater Management 
Planning and Design Manual 2003. To achieve the water quality objectives, stormwater management best management 
practices (BMPs) have been selected for this project. 
 
The Toronto and Region Conservation Authority (TRCA) in partnership with the Credit Valley Conservation Authority (CVC) 
released a document in 2010 called the ‘Low Impact Development Stormwater Management Planning and Design Guide’ 
(herein referred to as the Design Guide). This document provides design guidance for enhanced grass swales and vegetated 
filter strips which have been selected as BMPs for this project. For this project, an enhanced grass swale has been designed 
to provide water quality control. 
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Recommendations from the Design Guide for a properly functioning enhanced grassed swale are as follows: 
 

• Swales should be parabolic or trapezoidal in shape. 
• Side slopes should not exceed 2.5H:1.0V. 
• Bottom widths should be between 0.75 metres and 3.0 metres. 
• Longitudinal slopes shall be between 0.5% and 4%. 
• Flow depth should not exceed two-thirds the height of vegetation. 
• Swale vegetation is maintained grass (roughness coefficient, n = 0.027) to shrub-vegetated, cobbled (roughness 

coefficient, n = 0.05). 

6.1 Post Parcel-A 

A trapezoidal-ditch section has been designed with 3H:1V side slopes; is 1.22 m wide at the top; 0.5 m wide at the bottom; 
0.1 m deep; and 115 m in length. 
 
A longitudinal average slope of 3.7% has been included to reflect existing site grades. 
 
To ensure proper filtration treatment of the enhanced grass swale is achieved, it must be demonstrated that for the quality 
storm event, flows from the contributing area are limited to a maximum velocity of 0.5 m/s. Additionally, the design guide 
recommends limiting the flow depth to less than 10 cm under the quality event. 
 
To approximate a 4-hour 25mm Chicago Storm (quality event), the MOE design manual recommends the Rational Method 
Formula, where: 

i= 43C + 5.9 
 
Therefore, the calculated flow for Post Parcel – A is 0.050 m3/s (refer to Appendix ‘A’ for quality control calculations). The 
expected velocity and flow depth within the designed swale section are shown below: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Designed Enhanced Grass swale meets the requirement of the design guide for Flow and Velocity at the flow depth of 0.05 
m.  
 
The proposed enhanced grass swale will help achieve the pre-development quality control requirements and is located 
downslope from the proposed grassed parking areas to capture the primarly vehicle traffic area and flows of concern. 

Table 1: Design Guide Requirements for the Enhanced Grass Swale 

Flow Depth Area Perimeter Flow Velocity 
(m) (m2) (m) m3/s (m/s) 
0.01 0.020 2.063 0.004 0.000 
0.02 0.041 2.126 0.011 0.278 
0.03 0.063 2.190 0.023 0.360 
0.04 0.085 2.253 0.037 0.432 
0.05 0.108 2.316 0.053 0.497 
0.06 0.131 2.379 0.073 0.556 
0.07 0.155 2.443 0.095 0.611 
0.08 0.179 2.506 0.119 0.663 
0.09 0.204 2.569 0.145 0.711 
0.1 0.230 2.632 0.174 0.757 
0.11 0.256 2.696 0.205 0.801 
0.12 0.283 2.759 0.239 0.843 
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7.0 Conveyance  
Site grading and swale geometry are shown in Appendix B. 
 
Post Parcel - A: 
 
The maximum required peak flow capacity for the enhanced swale in Post South Parcel under the modified rational method 
100-year event is 0.216 m3/s. 
 
A trapezoidal-shaped grass swale with a 0.5m flat bottom, 0.12 m depth, 3:1 side slope, a top width of 1.22 m, and 3.7% slope 
and will have a capacity of 0.239 m3/s which is more than adequate to convey the 100-year regulatory flows of 0.216 m3/s.  
 
Note: The majority of site runoff will be via sheet flow across the property to adjacent wetland / East Lake bodies of water so 
conveyance will not be an issue. The above calculation is provided to illustrate how conveyance across the property is not a 
general concern nor does it pose a hazard to structures. 
 

8.0 Erosion and Sediment Control 
Erosion and sediment control during the construction stage will be provided by the following measures: 
 

• Planned site development will not require significant construction and only isolated areas are likely to be disturbed. 
• Control/limit vehicle access to and around the construction site to reduce the amount of disturbance of natural 

vegetation; 
• Mud mats are to be installed at all points of access/egress from existing roads to the construction site prior to site 

grading/construction activities. Mats are to be maintained until final road grading and asphalt placement;  
• Limit the extent of exposed soils at any given time. The contractor is to minimize areas to be cleared/grubbed/stripped 

where possible;  
• All disturbed areas on and off-site are to be restored to their original condition or better unless otherwise specified. 

Re-vegetation of disturbed areas is to be completed as soon as possible; 
• Exposed slopes are to be protected with natural or synthetic mulches/blankets, where required;  
• Light duty silt fence (OPSD 219.110) to be installed on the downstream perimeter of all disturbed areas and stockpiles;  
• All erosion control measures are to be maintained until the contributing surfaces have been adequately stabilized i.e., 

asphalt, sod, or 80% grass-covered;  
• A visual inspection is to be completed daily and sediment control measures are to be cleaned of any accumulated silt 

as required;   
• In some cases, barriers may be removed temporarily to accommodate the construction operations. The affected 

barriers will be reinstated at night when construction is completed. No removal will occur if there is a run-off or 
predicted rainfall event unless a new device has been installed to ensure the containment of erosion or siltation;  

• No refueling or cleaning of equipment near any existing watercourses; 
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9.0 Conclusions 
Based on the investigations and analysis conducted as part of this study, it is concluded that it is possible to provide the 
necessary stormwater management measures to mitigate any adverse effects of the proposed development. It can also be 
concluded that: 
 

1. The property is in a rural area that is not generally sensitive to minor changes in runoff conditions. 
 

2. Stormwater runoff drains to a large wetland / East Lake that is connected to Lake Ontario. 
 

3. East Lake and its connected water bodies are very large and not likely to be affected by a change in stormwater runoff 
from the site. Accordingly, water quantity impacts – and associated water quantity attenuation of peak flow rates does 
not need to be considered for directly draining lands. 
 

4. There is a developing practice of making additional allowances for increasingly severe storm events attributed to 
global climate change. In this instance, no water quantity storage is being required on the site. So, no such measures 
are needed. 
 

5. The removal of original camper structures is likely to reduce runoff. The extent to which runoff will be reduced is not 
clear as many of the strctures were elevated and runoff could pass under the structure – similar to the proposed tent 
structures. As water quantity is not a concern being directly connected to a large body of water, this is noted as a 
likely benefit of the development for reference only. 
 

6. The proposed development will result in a small increase in semi-impervious surfaces associated with the widening 
of the gravel Sandy Lane. It is felt likely this will be effectively be balanced against the reduction in runoff associated 
with the removal of camper structures. 
 

7. Water quality is addressed via surface overland conveyance measures – specifically enhanced grassed swales 
located adjacent to proposed parking areas. 
 

8. The trapezoidal shaped enhanced grassed swales have been designed to give adequate flow and to provide effective 
quality control during 25mm, 4-hour Chicago Storm. (Note: While not included in the calculations, overland sheet flow 
over vegetated surfaces – existing and newly graded, V-shaped swales and poorly drained low-lying areas will also 
contribute to maintaining and improving water quality on the property above and beyond the calculated provision). 

Respectfully submitted,   
 
Written by,            Reviewed by,        
 
 
 
 
 
 
              
Yash Chokshi, EIT         Matt McIntosh, P.Eng 
 



Appendix A
Storm Water Calculation







 89 Sandy Lane, Cherry Valley
Appendix 'A' - Stormwater Management Calculations

Pre Development Site Land-use

PRE PARCEL - A

Drainage Area: 3.66 ha

Land Use Area (Ha) Runoff Coefficient C x A CN Value CN x A
Gravel 0.25 0.90 0.23 98 25
Roofs 0.19 0.90 0.17 98 18
Wooded 1.00 0.08 0.08 50 50
Field 2.22 0.22 0.49 66 147

Total 3.66 0.96 240

65
Composite Runoff Coefficient: 0.25

12%

Watershed Length 305 m
Elevation - Top: 87.20 m

Elevation - Bottom: 76.00 m
Watershed Slope: 3.7%

Time of Concentration, Tc = 32 minutes (calculated using the Airport Method for C < 0.4)

Watershed Time to Peak, TP = 21 minutes (2/3 of Tc)

5-Year Intensity 44 mm/hr
100-Year Intensity 74 mm/hr

5-Year Flow, Q 113 l/s
100-Year Flow 188 l/s

Composite CN Value:

% Imperviousness:



 89 Sandy Lane, Cherry Valley
Appendix 'A' - Stormwater Management Calculations

Post Development Site Land-use

Post Parcel - A
Post-Development Peak Flows 

Drainage Area: 3.66 ha
(MTO Design Chart 1.07)

Land Use Area (Ha) Runoff Coefficient C x A
SCS Curve 

Number CN x A
Pavement 0.00 0.90 0.00 98 0
Gravel 0.40 0.90 0.36 98 40
Roofs 0.11 0.90 0.10 98 11
Wooded 1.00 0.08 0.08 50 50
Landscaped Areas 2.14 0.22 0.47 66 141

Total 3.66 1.01 242

Composite CN Value: 66 Watershed Length: 300 m
Composite Runoff Coefficient: 0.28 Watershed ∆ Elevation: 11.20 m

% Imperviousness: 14% Watershed Slope (%): 3.7%



 89 Sandy Lane, Cherry Valley
Appendix 'A' - Stormwater Management Calculations

Quantity Control - Post Parcel - A

Modified Rational Method - 5 - Year Modified Rational Method - 100 - Year
Time       

(mins)
Intensity 
(mm/hr)

Inflows  
(l/s)

Outflows 
(l/s)

Storage 
(m3)

Time       
(mins)

Intensity 
(mm/hr)

Inflows  
(l/s)

Outflows 
(l/s)

Storage 
(m3)

30 45.8 129 113 29.8 30 76.5 216 188 49.7
31 44.7 126 113 25.3 31 74.7 211 188 42.3
32 43.8 123 113 20.8 32 73.1 206 188 34.8
33 42.8 121 113 16.3 33 71.5 202 188 27.2



 89 Sandy Lane, Cherry Valley
Appendix 'A' - Stormwater Management Calculations

Quality Control - Post Parcel - A

Drainage Area = 3.66 ha
Quality Storm - 25 mm, 4 Hour Chicago Storm Equivalent
Rational Formula, Q = 0.00278*C*i*A

C = 0.28
A = 3.66 ha
i = 43*C + 5.9

17.8 mm/hr

Flow 0.050 m3/s

Enhanced Grass Swale Design (Trapezoidal-Ditch Section) for Swale 1 & Swale 2
Inflow = 0.050 m3/s
Manning's n = 0.05 (LID Design Guide, P. 4-145)
Ditch Slope = 0.037 m/m
Side Slopes = 3:1
Flow Depth Area Perimeter Flow Velocity

(m) (m2) (m) m3/s (m/s)
0.01 0.020 2.063 0.004 0.000
0.02 0.041 2.126 0.011 0.278
0.03 0.063 2.190 0.023 0.360
0.04 0.085 2.253 0.037 0.432
0.05 0.108 2.316 0.053 0.497
0.06 0.131 2.379 0.073 0.556
0.07 0.155 2.443 0.095 0.611
0.08 0.179 2.506 0.119 0.663
0.09 0.204 2.569 0.145 0.711
0.1 0.230 2.632 0.174 0.757

0.11 0.256 2.696 0.205 0.801
0.12 0.283 2.759 0.239 0.843



Appendix B 

Design Drawings 
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Active coordinate
43° 56' 15" N, 77° 9' 45" W (43.937500,-77.162500)

Retrieved: Mon, 28 Aug 2023 16:40:43 GMT

Location summary
These are the locations in the selection.

IDF Curve: 43° 56' 15" N, 77° 9' 45" W (43.937500,-77.162500)

Results
An IDF curve was found.

Coordinate: 43.937500, -77.162500
IDF curve year: 2010

Map data ©2023 Google Report a map error
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https://maps.google.com/maps?ll=43.937088,-77.16058&z=8&t=m&hl=en-US&gl=US&mapclient=apiv3
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Coefficient summary

IDF Curve: 43° 56' 15" N, 77° 9' 45" W (43.937500,-77.162500)

Retrieved: Mon, 28 Aug 2023 16:40:43 GMT

Data year: 2010
IDF curve year: 2010

Return period 2-yr 5-yr 10-yr 25-yr 50-yr 100-yr

A 21.3 28.2 32.8 38.6 42.9 47.1

B -0.699 -0.699 -0.699 -0.699 -0.699 -0.699

Statistics

Rainfall intensity (mm hr-1)

Duration 5-min 10-min 15-min 30-min 1-hr 2-hr 6-hr 12-hr 24-hr

2-yr 121.0 74.5 56.1 34.6 21.3 13.1 6.1 3.8 2.3

5-yr 160.2 98.7 74.3 45.8 28.2 17.4 8.1 5.0 3.1

10-yr 186.3 114.8 86.4 53.2 32.8 20.2 9.4 5.8 3.6

25-yr 219.2 135.1 101.7 62.7 38.6 23.8 11.0 6.8 4.2

50-yr 243.7 150.1 113.1 69.6 42.9 26.4 12.3 7.6 4.7

100-yr 267.5 164.8 124.1 76.5 47.1 29.0 13.5 8.3 5.1

Rainfall depth (mm)

Duration 5-min 10-min 15-min 30-min 1-hr 2-hr 6-hr 12-hr 24-hr

2-yr 10.1 12.4 14.0 17.3 21.3 26.2 36.5 45.0 55.4

5-yr 13.3 16.4 18.6 22.9 28.2 34.7 48.4 59.6 73.4

10-yr 15.5 19.1 21.6 26.6 32.8 40.4 56.2 69.3 85.4

25-yr 18.3 22.5 25.4 31.3 38.6 47.6 66.2 81.5 100.5

50-yr 20.3 25.0 28.3 34.8 42.9 52.9 73.6 90.6 111.7

100-yr 22.3 27.5 31.0 38.2 47.1 58.0 80.8 99.5 122.6

Terms of Use
You agree to the Terms of Use of this site by reviewing, using, or interpreting these data.

Ontario Ministry of Transportation | Terms and Conditions | About
Last Modified: September 2016
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