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Industrial Use 5 spaces minimum and 1 space
for every 100m2 of gross floor
area for uses more than 200m2

Parking Requirements: County of Prince Edward
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Proposed Addition (602 Sq.m) 11

Parking #

12

Loading Spaces (Up to and including
2,300 sq. m)

1 1

EROSION AND SEDIMENT CONTROLS DURING CONSTRUCTION

· DURING CONSTRUCTION AND GRADING ACTIVITIES, SILT FENCE SILT SACK OR OTHER
SUITABLE EROSION AND SEDIMENT CONTROLS SHOULD BE PLACED ALONG THE DOWN
GRADIENT BOUNDARY OF THE CONSTRUCTION ZONE TO REDUCE THE POTENTIAL FOR
SEDIMENTATION.  THE EROSION CONTROL BARRIER SHOULD REMAIN IN PLACE UNTIL
THE GRADING AREA BECOMES SUFFICIENTLY VEGETATED TO LIMIT EROSION AND
SEDIMENTATION POTENTIAL.  ONCE THE SITE IS STABILIZED, THE EROSION CONTROL
BARRIERS CAN BE REMOVED.

· AREAS STRIPPED DURING CONSTRUCTION WILL BE STABILIZED AS SOON AS PRACTICAL.
· DOWNSTREAM AREAS ARE TO BE PROTECTED ALL THE TIMES.
· THE DOWNSTREAM SIDE SHOULD BE ENCLOSED WITH SILT FENCE BEFORE THE

CONSTRUCTION BEGINS.
· LIMIT THE EXTENT OF EXPOSED SOILS AT ANY GIVEN TIME.
· RE-VEGETATION OF EXPOSED AREAS AS SOON AS PRACTICAL.
· MINIMIZATION OF AREA TO BE CLEARED AND GRUBBED.
· PROTECTION OF EXPOSED SLOPES WITH PLASTIC OR SYNTHETIC MULCHES.
· LIGHT DUTY SILT FENCE PER OPSD 219.110 TO BE INSTALLED PRIOR TO STRIPPING OF

ANY TOP SOIL.
· ANY DISTURBED AREAS WILL BE STABILIZED AS SOON AS PRACTICAL, ESPECIALLY

ROADSIDE DITCHES.
· A VEGETATED BUFFER WILL BE MAINTAINED BETWEEN DISTURBED AREAS AND

NEIGHBORING PROPERTIES WHERE NEEDED.
· ALL CONSTRUCTION ACTIVITIES INCLUDING MAINTENANCE PROCEDURES WILL BE

CONTROLLED TO PREVENT ENTRY OF DELETERIOUS SUBSTANCES INTO THE NATURAL
ENVIRONMENT.  VEHICULAR MAINTENANCE AND REFUELING WILL BE CONDUCTED AT
LEAST 30 M FROM WETLANDS OR WATERWAYS.

· RUN-OFF FROM CONSTRUCTION MATERIALS AND ANY STOCKPILES SHALL BE CONTAINED
AND DISCHARGED SO AS TO PREVENT ENTRY OF SEDIMENT TO THE ADJACENT
ENVIRONMENT.

· THE CONTRACT ADMINISTRATOR SHOULD COMPLETE INSPECTIONS OF THE EROSION
CONTROL FEATURES AT REGULAR INTERVALS DURING CONSTRUCTION, AND AT AN
INCREASED FREQUENCY WHEREVER THERE IS THE HIGH POTENTIAL FOR
SEDIMENTATION (I.E. HEAVY RAIN EVENTS).  ANY DEFICIENCIES IDENTIFIED BY THE CA
ARE TO BE IMMEDIATELY CORRECTED BY THE CONTRACTOR.

· IN SOME CASES, SOME FILTER BARRIERS MAYBE REMOVED TEMPORARILY TO
ACCOMODATE THE CONSTRUCTION OPERATIONS AND TO BE REINSTALLED AS SOON AS
PRACTICAL. NO REMOVAL OF BARRIERS IS ALLOWED IF THERE IS A RUNOFF OR
PREDICTED RAINFALL.

· VISUAL INSPECTION TO BE CONDUCTED DAILY ON SEDIMENT CONTROL MEASURES AND
ANY ACCUMULATED SILT IS TO BE REMOVED AS REQUIRED

· DAILY INSPECTION OF THE EROSION CONTROL FEATURES BY THE CONTRACTOR.

NOTES:

1. ALL GRADING WILL MATCH EXISTING ELEVATIONS AT ALL PROPERTY
LINES.

2. DRIVEWAY SLOPE NOT TO BE MORE THAN 8.0%. GRADES NOT TO
EXCEED 3:1 (33.33%) ON ANY YARDS.

3. SILT CONTROLS PER OPSD 219.110 ARE TO BE INSTALLED ALONG THE
PROPERTY LINE PRIOR TO THE START OF SITE WORKS AND BE
MAINTAINED FOR THE DURATION OF CONSTRUCTION.

4. PRIOR TO COMMENCEMENT OF ANY WORKS WITHIN THE MUNICIPAL
ROAD ALLOWANCE, THE OWNER IS RESPONSIBLE FOR OBTAINING ALL
NECESSARY PERMITS

5. ALL WORKS SHALL BE CONSTRUCTED AS PER COUNTY ENGINEERING
DESIGN STANDARDS, OPSD AND OPSS.

6. OWNER IS RESPONSIBLE FOR ACQUIRING UTILITY LOCATES
(ONE-CALL) PRIOR TO ANY EXCAVATIONS.

Required ExistingPerformance Standards

Interior Side Yard Setback
Rear Yard Setback

7.5m min.
15.0m min.

Lot Coverage 10% max.

Front Yard Setback 15.0m min.
>7.5m
>15.0m

14.7m

1.75%
Landscaped Area 30% min. 98.0%

Provided

>7.5m
>15.0m

14.7m

3.47%
93.09%

Lot Frontage 60.0m 242.67m 242.67m
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