General Notes

1) CONSTRUCTION TO CONFORM TO THE LATEST VERSION
OF THE ONTARIO BUILDING CODE OR ANY OTHER AUTHORITY
HAVING JURISDICTION

2) CONTRACTOR TO VERIFY ALL DIMENSIONS BEFORE
CONSTRUCTION BEGINS

3) ANY DISCREPANCIES TO BE REPORTED TO THE DESIGNER

1) PROVIDE MUNICIPALITY PRIOR TO THE REQUEST FOR A FRAMING INSPECTION, MECHANICAL DETAILS O O AR NG O R EPRODUGED WITHOUT
INCLUDING: BRI T START OF WORK SUPPLIERSIMANUFACTURERS
a) HEAT LOSS CALCULATIONS SHOD DRAWINGS LAYOUT ANDIOR DETAIL DRAWINGS J0
b) DUCT SIZE CALCULATIONS & DUCT LAYOUT DIAGRAM FOR THE HEATING & VENTILATION SYSTEMS THE OWNER, CONTRACTOR, DESIGNER FOR APPROVAL._
c) DUCT SIZES FOR ALL VENTILATION SYSTEMS INCLUDUNG EXHAUST FANS & HRV DUCTS & GRILLS NOT LIMITED TO THE FOL LOWING, INSULATED CONCRETE
d) CLASSIFICATION OF HEAT TYPE (ELECTRIC, GAS, OIL, WOOD, HOT WATER, ETC.) o IRERS OF FINISHIDECORATIVE
e) CLASS OF VENT (DIRECT VENT, INDUCED VENT, NATURAL VENT, ETC.) NSTALLATION INSTRUCTIONS T0 THE OWNER. CONTRACTOR
f) LOCATION OF SUPPLEMENTAL ELECTRIC HEATING, OR CONFIRMATION THAT NOT MORE THAN 10% OR DESIGNER FOR APPROVAL PRIOR TO START OF WORK
OF THE HEATING WILL BE ELECTRIC 516" FOR FOOTINGS, WALLS, COLUMNS, FIREFLACES, AND
g) HEATING DESIGNER & HEATING INSTALLER CERTIFICATION NUMBERS CARAGE AND CARPORY FLOORS AND ALL OTHER FLATWORK,
h) VENTILATION DESIGNER/INSTALLER CERTIFICATION NUMBER (INCLUDES HRV) B\WHEN AIR TEMPERATORE 15 BELOW 41 DEG. F, CONCRETE
SHALL BE KEPT AT ATEMPERATURE OF NOT LESS THAN 50
DEG. F OR MORE THAN 71 DEG. F WHILE BEING PLACED,
2)PROVIDE ON SITE AT TIME OF FRAMING INSPECTION THE FOLLOWING IF APPLICABLE: D DEG.F FOR 72 HOURS ArTER PLAGIG oo T
a) ENGINEERED TRUSS DESIGN DIAGRAMS IS;;JS“'/II'EILEJ%TURALWOOD ELEMENTS TO BE PRESSURE TREATED
b) TRUSS LAYOUT DIAGRAM WOOD ELEMENTS ARE IN CONTACT WITH THE GROUND, OR
c) LINTEL DESIGN FOR LINTELS SUPPORTING TRUSSES OVER 32'-2" [9.23.12.3 (1)(d)] AND LINTELS THE VERTICAL DISTANCE BETWEEN THE STRUCTURAL WOOD
WlTH GIRDER TRUSSES BEARING ABOVE 10)ALL GENERAL FRAMING LUMBER TO BE SPF #1/#2
d) ENGINEERED FLOOR SYSTEM DESIGN EJ;’I\;QEE:SSg[PDEg'mgFNgOJﬁDDERTHE ENDS OF ALL BEAMS &

LINTELS:
11) ALL STEEL LINTELS TO BE SHOP PRIMED
12)ANY WOOD LINTELS SUPPORTING TRUSSES OVER 32'-2"
& LINTELS CARRYING GIRDER TRUSS LOADS SHAL BE PRE-
ENGINEERED MEMBERS DESIGNED BY OTHERS. ALL
OTHERS LINTELS TO BE 2X10 SPF MEMBERS UNLESS
OTHERWISE NOTED.
ELECTRICAL:
13)SMOKE ALARMS & CARBON MONOXIDE DETECTORS
SHALL BE WIRED SO THAT WHEN THE ALARM SOUNDS,
ALL ALARMS WILL SOUND.
14)SMOKE DETECTORS TO CONFORM TO SECTION 9.10.19
15)CARBON MONOXIDE DETECTORS TO CONFORM TO
--------- SECTION 9.33.4
VENTILATION:
16) ATTIC VENTILATION TO COMPLY WITH SECTION 9.19.1.2
OF THE ONTARIO BUILDING CODE WHICH STATES THAT
THE UNOBSTUCTED VENT AREA SHALL NOT BE LESS
THAN 1/300 OF THE INSULATED CEILING AREA
Y 17) VENTILATION SHALL COMPLY WITH SECTION 9.32 OF
6 THE ONTARIO BUILDING CODE

I
I
I
I
I
I
I
:
. : | PLUMBING:
; 14'-0 | 6 18)AS PER SECTION 7.6.5.1 OF THE ONTARIO BUILDING CODE,
I
I
I
I
!
I
I
I
I
I
I

___________________________

27!_8"

THE MAXIMUM WATER TEMPERATURE OF HOT WATER GOING
TO RESIDENTIAL FIXTURES SHALL NOT EXCEED 49 DEGREE
CELCIUS.

19)AS PER SECTION 7.6.5.2 - SHOWERS - ALL VALUES
SUPPLYING FIXED LOCATION SHOWER HEADS SHALL BE
PRESSURE-BALANCED OR THERMOSTATIC-MIXING VALUES
CONFORMING TO CAN/CSA-B125

______ 20)AS PER TABLE 7.6.4.2.B - WATER CLOSETS SHALL HAVE A
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: MAXIMUM FLUSH CYCLE OF 4.8 LITRES

I 21)BLOCKING SHALL BE INSTALLED TO PERMIT THE FUTURE
: INSTALLATION OF A GRAB BAR ON A WALL ADJACENT TO A
I
I
I

.__._____.
I
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1

WATER CLOSET, SHOWER OR BATHTUB AS PER OBC 9.5.2.3
22)ADJUSTABLE STEEL COLUMNS DESIGNED TO
CAN/CGSB-7.2 SHALL NOT SUPPORT LOADS GREATER
THAN 8000 LBS PER OBC 9.17.3.4
23)BASEMENTS ARE REQUIRED TO HAVE A FLOOR DRAIN
qg THAT DRAINS TO A SANITARY SYSTEM WHERE POSSIBLE,
OR STORM DRAINAGE SYSTEM AS PER OBC 7.1.4.2.
24)ALL INTERIOR & EXTERIOR GUARDS & HALF WALLS ARE
TO CONFORM TO SECTION 9.8.8 & SUPPLEMENTARY
— STANDARDS SB-7 OR TO BE CONSTRUCTED UNDER
PART 4 OF THE OBC & SB-13 FOR GLASS IN GUARDS
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THE UNDERSIGNED HAS REVIEWED AND TAKES
RESPONSIBILITY FOR THIS DESIGN, AND HAS THE
QUALIFICATIONS AND MEETS THE REQUIREMENTS
SET OUT IN THE ONTARIO BUILDING CODE TO BE
A DESIGNER

QUALIFICATION INFORMATION
Required unless design is exempt under division C, subsection
3.2.5 of the O.B.C.
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General Notes

1) CONSTRUCTION TO CONFORM TO THE LATEST VERSION
________________ OF THE ONTARIO BUILDING CODE OR ANY OTHER AUTHORITY
] QE’ k HAVING JURISDICTION
2) CONTRACTOR TO VERIFY ALL DIMENSIONS BEFORE
CONSTRUCTION BEGINS

:é" 3) ANY DISCREPANCIES TO BE REPORTED TO THE DESIGNER
T PRIOR TO STARTING OF WORK
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| | i 4) THESE DRAWINGS CANNOT BE REPRODUCED WITHOUT
: 280" ! 6" L/ THE WRITTEN CONSENT OF THE DESIGNER
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5)PRIOR TO START OF WORK. SUPPLIERS/MANUFACTURERS
OF PRE-ENGINEERED STRUCTURAL SYSTEMS ARE TO SUBMIT
SHOP DRAWINGS, LAYOUT, AND/OR DETAIL DRAWINGS TO
THE OWNER, CONTRACTOR, DESIGNER FOR APPROVAL.
THESE STRUCTURAL SYSTEMS SHALL INCLUDE, BUT ARE
NOT LIMITED TO THE FOL.LOWING. INSULATED CONCRETE
FORM FDNS, STRUCTURAL WOOD FLOORS, ROOF TRUSSES,
GUARD RAILS SYSTEMS. ETC.
6)THE SUPPLIERS/MANUFACTURERS OF FINISH/DECORATIVE
SYSTEMS ARE TO SUBMIT PRODUCT BROCHURES &
INSTALLATION INSTRUCTIONS TO THE OWNER, CONTRACTOR
OR DESIGNER FOR APPROVAL PRIOR TO START OF WORK
CONCRETE:
7)SITE MIXED CONCRETE SHALL HAVE A MIN. SLUMP OF
57/8" FOR FOOTINGS, WALLS, COLUMNS, FIREPLACES, AND
CHIMNEYS, FDN WALLS, GRADE BEAMS & PIERS OR 4" FOR
ﬁ : : GARAGE AND CARPORT FLOORS AND ALL OTHER FLATWORK,
MIX PROPORTIONS SHALL BE AS PER OBC TABLE 9.3.1.7
8)WHEN AIR TEMPERATURE IS BELOW 41 DEG. F, CONCRETE
SHALL BE KEPT AT ATEMPERATURE OF NOT LESS THAN 50
DEG. F OR MORE THAN 71 DEG. F WHILE BEING PLACED,
AND MAINTAINED AT ATEMPERATURE OF NOT LESS THAN
50 DEG. F FOR 72 HOURS AFTER PLACING
LUMBER:
9)STRUCTURAL WOOD ELEMENTS TO BE PRESSURE TREATED
. WITH PRESERVATIVE TO RESIST DECAY WHERE STRUCTURAL
I WOOD ELEMENTS ARE IN CONTACT WITH THE GROUND, OR
RN Y 0" THE VERTICAL DISTANCE BETWEEN THE STRUCTURAL WOOD
i 72 ELEMENTS AND THE GROUND IS LESS THAN 5 7/8"
10)ALL GENERAL FRAMING LUMBER TO BE SPF #1/#2
UNLESS OTHERWISE NOTED
11)USE SOLID STUDING UNDER THE ENDS OF ALL BEAMS &
GIRDERS
LINTELS:
11) ALL STEEL LINTELS TO BE SHOP PRIMED
12)ANY WOOD LINTELS SUPPORTING TRUSSES OVER 32'-2"
& LINTELS CARRYING GIRDER TRUSS LOADS SHAL BE PRE-
ENGINEERED MEMBERS DESIGNED BY OTHERS. ALL
OTHERS LINTELS TO BE 2X10 SPF MEMBERS UNLESS
OTHERWISE NOTED.
ELECTRICAL:
13)SMOKE ALARMS & CARBON MONOXIDE DETECTORS
SHALL BE WIRED SO THAT WHEN THE ALARM SOUNDS,
ALL ALARMS WILL SOUND.
14)SMOKE DETECTORS TO CONFORM TO SECTION 9.10.19
15)CARBON MONOXIDE DETECTORS TO CONFORM TO
SECTION 9.33.4
I VENTILATION:
i i 16) ATTIC VENTILATION TO COMPLY WITH SECTION 9.19.1.2
OF THE ONTARIO BUILDING CODE WHICH STATES THAT
THE UNOBSTUCTED VENT AREA SHALL NOT BE LESS
THAN 1/300 OF THE INSULATED CEILING AREA
17) VENTILATION SHALL COMPLY WITH SECTION 9.32 OF
THE ONTARIO BUILDING CODE

PLUMBING:
18)AS PER SECTION 7.6.5.1 OF THE ONTARIO BUILDING CODE,
THE MAXIMUM WATER TEMPERATURE OF HOT WATER GOING
TO RESIDENTIAL FIXTURES SHALL NOT EXCEED 49 DEGREE
CELCIUS.
19)AS PER SECTION 7.6.5.2 - SHOWERS - ALL VALUES
SUPPLYING FIXED LOCATION SHOWER HEADS SHALL BE
PRESSURE-BALANCED OR THERMOSTATIC-MIXING VALUES
CONFORMING TO CAN/CSA-B125
20)AS PER TABLE 7.6.4.2.B - WATER CLOSETS SHALL HAVE A
MAXIMUM FLUSH CYCLE OF 4.8 LITRES
21)BLOCKING SHALL BE INSTALLED TO PERMIT THE FUTURE
D INSTALLATION OF A GRAB BAR ON A WALL ADJACENT TO A
;N WATER CLOSET, SHOWER OR BATHTUB AS PER OBC 9.5.2.3
o
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22)ADJUSTABLE STEEL COLUMNS DESIGNED TO
CAN/CGSB-7.2 SHALL NOT SUPPORT LOADS GREATER

THAN 8000 LBS PER OBC 9.17.3.4
6" RO O F P LA N NOTE 23)BASEMENTS ARE REQUIRED TO HAVE A FLOOR DRAIN
. THAT DRAINS TO A SANITARY SYSTEM WHERE POSSIBLE,
N I TRUSSES SPAN TO FRAME OR STORM DRAINAGE SYSTEM AS PER OBC 7.1.4.2,

. - - 24)ALL INTERIOR & EXTERIOR GUARDS & HALF WALLS ARE
SCALE: 1/4" = 1'-0 OVERHANGS ARE FROM FRAME 2L INTERIOR & EXTERIOR GUARDS & HALF WALL
STANDARDS SB-7 OR TO BE CONSTRUCTED UNDER
PART 4 OF THE OBC & SB-13 FOR GLASS IN GUARDS
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LOFT ELEVATION [

ALL HEADERS ARE
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THE UNDERSIGNED HAS REVIEWED AND TAKES

RESPONSIBILITY FOR THIS DESIGN, AND HAS THE

QUALIFICATIONS AND MEETS THE REQUIREMENTS

FLASHING SET OUT IN THE ONTARIO BUILDING CODE TO BE
ADESIGNER

TOP OF PLATE QUALIFICATION INFORMATION
—_ - - - -y Required unless design is exempt under division C, subsection
3.2.5 of the O.B.C.
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Required unless design is exempt under division C, subsection
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General Notes

1) CONSTRUCTION TO CONFORM TO THE LATEST VERSION
OF THE ONTARIO BUILDING CODE OR ANY OTHER AUTHORITY
HAVING JURISDICTION
2) CONTRACTOR TO VERIFY ALL DIMENSIONS BEFORE
CONSTRUCTION BEGINS

3) ANY DISCREPANCIES TO BE REPORTED TO THE DESIGNER
SHEET METAL ROOFING PRIOR TO STARTING OF WORK
4) THESE DRAWINGS CANNOT BE REPRODUCED WITHOUT
THE WRITTEN CONSENT OF THE DESIGNER
5)PRIOR TO START OF WORK. SUPPLIERS/MANUFACTURERS
OF PRE-ENGINEERED STRUCTURAL SYSTEMS ARE TO SUBMIT
SHOP DRAWINGS, LAYOUT, AND/OR DETAIL DRAWINGS TO
THE OWNER, CONTRACTOR, DESIGNER FOR APPROVAL.
THESE STRUCTURAL SYSTEMS SHALL INCLUDE, BUT ARE
NOT LIMITED TO THE FOL.LOWING. INSULATED CONCRETE

\ FORM FDNS, STRUCTURAL WOOD FLOORS, ROOF TRUSSES,

a1 — — 1T GUARD RAILS SYSTEMS. ETC.
e ( ! B X B 6)THE SUPPLIERS/MANUFACTURERS OF FINISH/DECORATIVE

CONTINUOUS METAL RIDGE CAP T_OF_’ OF RO_OF CONTINUOUS METAL RIDGE CAP T_OI? OF RO_OF

TOP OF PLATE

HUNG HUNG 1'-0" SHEET METAL ROOFING SYSTEMS ARE TO SUBMIT PRODUCT BROCHURES &
INSTALLATION INSTRUCTIONS TO THE OWNER, CONTRACTOR
OR DESIGNER FOR APPROVAL PRIOR TO START OF WORK
CONCRETE:
7)SITE MIXED CONCRETE SHALL HAVE A MIN. SLUMP OF
5 7/8" FOR FOOTINGS, WALLS, COLUMNS, FIREPLACES, AND
CHIMNEYS, FDN WALLS, GRADE BEAMS & PIERS OR 4" FOR
GARAGE AND CARPORT FLOORS AND ALL OTHER FLATWORK,
MIX PROPORTIONS SHALL BE AS PER OBC TABLE 9.3.1.7
8)WHEN AIR TEMPERATURE IS BELOW 41 DEG. F, CONCRETE
SHALL BE KEPT AT A TEMPERATURE OF NOT LESS THAN 50
DEG. F OR MORE THAN 71 DEG. F WHILE BEING PLACED,
Jj’* ‘é lj— 5 *_6 AND MAINTAINED AT A TEMPERATURE OF NOT LESS THAN

e y P an o 50 DEG. F FOR 72 HOURS AFTER PLACING
1-0 1-0 1-0 1-0 LUMBER:
9)STRUCTURAL WOOD ELEMENTS TO BE PRESSURE TREATED
, WITH PRESERVATIVE TO RESIST DECAY WHERE STRUCTURAL
WOOD ELEMENTS ARE IN CONTACT WITH THE GROUND, OR
THE VERTICAL DISTANCE BETWEEN THE STRUCTURAL WOOD
ELEMENTS AND THE GROUND IS LESS THAN 5 7/8"
10)ALL GENERAL FRAMING LUMBER TO BE SPF #1/#2
‘ UNLESS OTHERWISE NOTED
11)USE SOLID STUDING UNDER THE ENDS OF ALL BEAMS &
GIRDERS
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OTHERWISE NOTED.

ELECTRICAL:

13)SMOKE ALARMS & CARBON MONOXIDE DETECTORS

SHALL BE WIRED SO THAT WHEN THE ALARM SOUNDS,

ALL ALARMS WILL SOUND.
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VENTILATION:
LE FT E LEVATION RIG HT E LEVATION 16) ATTIC VENTILATION TO COMPLY WITH SECTION 9.19.1.2
OF THE ONTARIO BUILDING CODE WHICH STATES THAT

THE UNOBSTUCTED VENT AREA SHALL NOT BE LESS
SCALE 1 /4" =1'-0" SCALE 1 /4" =1'-0" THAN 1/300 OF THE INSULATED CEILING AREA

. . - |- 17) VENTILATION SHALL COMPLY WITH SECTION 9.32 OF

145" 14514 THE ONTARIO BUILDING CODE
PLUMBING:
18)AS PER SECTION 7.6.5.1 OF THE ONTARIO BUILDING CODE,
THE MAXIMUM WATER TEMPERATURE OF HOT WATER GOING
TO RESIDENTIAL FIXTURES SHALL NOT EXCEED 49 DEGREE
12 CELCIUS.
ﬁ 19)AS PER SECTION 7.6.5.2 - SHOWERS - ALL VALUES
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SUPPLYING FIXED LOCATION SHOWER HEADS SHALL BE
PRESSURE-BALANCED OR THERMOSTATIC-MIXING VALUES
CONFORMING TO CAN/CSA-B125
20)AS PER TABLE 7.6.4.2.B - WATER CLOSETS SHALL HAVE A
0 29/32" 410 29/32" | MAXIMUM FLUSH CYCLE OF 4.8 LITRES
- - 21)BLOCKING SHALL BE INSTALLED TO PERMIT THE FUTURE
INSTALLATION OF A GRAB BAR ON A WALL ADJACENT TO A
WATER CLOSET, SHOWER OR BATHTUB AS PER OBC 9.5.2.3
22)ADJUSTABLE STEEL COLUMNS DESIGNED TO
CAN/CGSB-7.2 SHALL NOT SUPPORT LOADS GREATER
STORAGE LOFT THAN 8000 LBS PER OBC 9.17.3.4
12 23)BASEMENTS ARE REQUIRED TO HAVE A FLOOR DRAIN
b_ THAT DRAINS TO A SANITARY SYSTEM WHERE POSSIBLE,
120" 49" HIGH GUARDRAIL OR STORM DRAINAGE SYSTEM AS PER OBC 7.1.4.2.
24)ALL INTERIOR & EXTERIOR GUARDS & HALF WALLS ARE
24 TO CONFORM TO SECTION 9.8.8 & SUPPLEMENTARY
STANDARDS SB-7 OR TO BE CONSTRUCTED UNDER
PART 4 OF THE OBC & SB-13 FOR GLASS IN GUARDS.
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