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4309 ON-HWY 62
AMELIASBURGH

PRINCE EDWARD COUNTY

2672310199

D.THAMATAM

PROJECT INFORMATION
4309 HWY 62, AMELIASBURGH, PEC

ZONING:
SITE AREA:  8.688 Acres (35,159.1 sq.m.) Approx.

RURAL 1 ZONES (RU1)

ISSUED FOR REVIEW D.T.02/01/2024

D.T.

WATER VALVE

SANITARY SEWER

STORM SEWER

WATER SERVICE

SILT FENCE

METRIC:

DISTANCES AND COORDINATES SHOWN ON THIS PLAN ARE IN METRES AND
CAN BE CONVERTED TO FEET BY DIVIDING BY 0.3048
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PART OF LOT 69, CONCESSION 3, TOWNSHIP OF
AMELIASBURGH, NOW IN THE MUNICIPALITY OF PRINCE
EDWARD

D.T.L.O

04/07/2025

ISSUED FOR REVIEW D.T.04/07/20252

PLAN 47R-7817
LEGAL SURVEY (WATSON SURVEYOR'S)1
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SCALE: N.T.S
WELL LOCATION3
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THE WATER LINE WILL BE ROUTED AS SHOWN TO

SERVICE THE NEW BUILDING.
EXISTING DWELLING WILL REMAIN UNINHABITED.

RIP RAP ON
DOWNSTREAM
END

DEPRESSED CURB
RAMP

SURFACE
PONDING AREA

0.5m DEPTH
92m3

RIP RAP ON
DOWNSTREAM
END

INSTALL
FENCE/BARRICADE PER

OPSD 973.130

Vertical Rise Between Surfaces, mm SlopeItem
1.
2.

75 to 200
Less than 75

1:10 to 1:12
1:8 to 1:10

Table 3.8.3.2 - Ramp Rise and Slope

· The curb ramp shall have a running slope conforming
to Table 3.8.3.2 (Per OBC 3.8.3.2 (3) (a))

· The curb ramp shall have a width of not less than 1500
mm exclusive of flared sides (Per OBC 3.8.3.2 (3) (b))

· The curb ramp shall have flared sides that shall be slip
resistant, with a detectable warning surface that is
colour and texture contrasted with the adjacent
surfaces and have a smooth transition from the ramp
and adjacent surfaces. (Per OBC 3.8.3.2 (3) (c))

· The flared sides shall have a slope of not more than
1:10 where pedestrians are likely to walk across them.
(Per OBC 3.8.3.2 (3) (d))

· The Tactile Indicators shall conform to 3.8.3.18 of OBC

DEPRESSED CURB RAMP NOTES:

1500mm Min.

1500mm

1500mm

DEPRESSED CURB RAMP AT

COMMERCIAL ENTRANCE

+84.81

+84.95

+84.95

+84.83

300mm Min.
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4309 ON-HWY 62
AMELIASBURGH

PRINCE EDWARD COUNTY

2672310199

D.THAMATAM

PROJECT INFORMATION
4309 HWY 62, AMELIASBURGH, PEC

ZONING:
SITE AREA:  8.688 Acres (35,159.1 sq.m.) Approx.

RURAL 1 ZONES (RU1)

ISSUED FOR REVIEW D.T.02/01/2024

D.T.

WATER VALVE

SANITARY SEWER

STORM SEWER

WATER SERVICE

SILT FENCE

METRIC:

DISTANCES AND COORDINATES SHOWN ON THIS PLAN ARE IN METRES AND
CAN BE CONVERTED TO FEET BY DIVIDING BY 0.3048
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BUILDING ENTRANCE
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D

FIRE HYDRANT

RUNOFF DIRECTIONHP

BARRIER FREE SIGNAGE (RB93)BFS TEST PIT

PART OF LOT 69, CONCESSION 3, TOWNSHIP OF
AMELIASBURGH, NOW IN THE MUNICIPALITY OF PRINCE
EDWARD

D.T.L.O

04/07/2025

ISSUED FOR REVIEW D.T.04/07/20252

PROPOSED
SITE PLAN AND GRADING

PLAN

Industrial Use 5 spaces minimum and 1 space
for every 100m2 of gross floor
area for uses more than 200m2

Parking Requirements: County of Prince Edward

Required Provided
Proposed Addition (602 Sq.m) 11

Parking #

13

Loading Spaces (Up to and including
2,300 sq. m)

1 1

EROSION AND SEDIMENT CONTROLS DURING CONSTRUCTION

· SILT FENCE OR OTHER EROSION AND SEDIMENT CONTROLS SHOULD BE ERECTED PRIOR TO
CONSTRUCTION AND SITE ALTERATION AND SHALL BE DISMANTLED ONLY WHEN GRADED
AREA BECOMES VEGETATED TO PREVENT EROSION.

· DURING CONSTRUCTION AND GRADING ACTIVITIES, SILT FENCE SILT SACK OR OTHER
SUITABLE EROSION AND SEDIMENT CONTROLS SHOULD BE PLACED ALONG THE DOWN
GRADIENT BOUNDARY OF THE CONSTRUCTION ZONE TO REDUCE THE POTENTIAL FOR
SEDIMENTATION.  THE EROSION CONTROL BARRIER SHOULD REMAIN IN PLACE UNTIL THE
GRADING AREA BECOMES SUFFICIENTLY VEGETATED TO LIMIT EROSION AND SEDIMENTATION
POTENTIAL.  ONCE THE SITE IS STABILIZED, THE EROSION CONTROL BARRIERS CAN BE
REMOVED.

· AREAS STRIPPED DURING CONSTRUCTION WILL BE STABILIZED AS SOON AS PRACTICAL.
· DOWNSTREAM AREAS ARE TO BE PROTECTED ALL THE TIMES.
· THE DOWNSTREAM SIDE SHOULD BE ENCLOSED WITH SILT FENCE BEFORE THE

CONSTRUCTION BEGINS.
· LIMIT THE EXTENT OF EXPOSED SOILS AT ANY GIVEN TIME.
· RE-VEGETATION OF EXPOSED AREAS AS SOON AS PRACTICAL.
· MINIMIZATION OF AREA TO BE CLEARED AND GRUBBED.
· PROTECTION OF EXPOSED SLOPES WITH PLASTIC OR SYNTHETIC MULCHES.
· LIGHT DUTY SILT FENCE PER OPSD 219.110 TO BE INSTALLED PRIOR TO STRIPPING OF ANY

TOP SOIL.
· ANY DISTURBED AREAS WILL BE STABILIZED AS SOON AS PRACTICAL, ESPECIALLY ROADSIDE

DITCHES.
· A VEGETATED BUFFER WILL BE MAINTAINED BETWEEN DISTURBED AREAS AND NEIGHBORING

PROPERTIES WHERE NEEDED.
· ALL CONSTRUCTION ACTIVITIES INCLUDING MAINTENANCE PROCEDURES WILL BE

CONTROLLED TO PREVENT ENTRY OF DELETERIOUS SUBSTANCES INTO THE NATURAL
ENVIRONMENT.  VEHICULAR MAINTENANCE AND REFUELING WILL BE CONDUCTED AT LEAST 30
M FROM WETLANDS OR WATERWAYS.

· RUN-OFF FROM CONSTRUCTION MATERIALS AND ANY STOCKPILES SHALL BE CONTAINED AND
DISCHARGED SO AS TO PREVENT ENTRY OF SEDIMENT TO THE ADJACENT ENVIRONMENT.

· THE CONTRACT ADMINISTRATOR SHOULD COMPLETE INSPECTIONS OF THE EROSION
CONTROL FEATURES AT REGULAR INTERVALS DURING CONSTRUCTION, AND AT AN
INCREASED FREQUENCY WHEREVER THERE IS THE HIGH POTENTIAL FOR SEDIMENTATION (I.E.
HEAVY RAIN EVENTS).  ANY DEFICIENCIES IDENTIFIED BY THE CA ARE TO BE IMMEDIATELY
CORRECTED BY THE CONTRACTOR.

· IN SOME CASES, SOME FILTER BARRIERS MAYBE REMOVED TEMPORARILY TO ACCOMODATE
THE CONSTRUCTION OPERATIONS AND TO BE REINSTALLED AS SOON AS PRACTICAL. NO
REMOVAL OF BARRIERS IS ALLOWED IF THERE IS A RUNOFF OR PREDICTED RAINFALL.

· VISUAL INSPECTION TO BE CONDUCTED DAILY ON SEDIMENT CONTROL MEASURES AND ANY
ACCUMULATED SILT IS TO BE REMOVED AS REQUIRED

· DAILY INSPECTION OF THE EROSION CONTROL FEATURES BY THE CONTRACTOR.

NOTES:

1. ALL GRADING WILL MATCH EXISTING ELEVATIONS AT ALL PROPERTY
LINES.

2. DRIVEWAY SLOPE NOT TO BE MORE THAN 8.0%. GRADES NOT TO
EXCEED 3:1 (33.33%) ON ANY YARDS.

3. SILT CONTROLS PER OPSD 219.110 ARE TO BE INSTALLED ALONG THE
PROPERTY LINE PRIOR TO THE START OF SITE WORKS AND BE
MAINTAINED FOR THE DURATION OF CONSTRUCTION.

4. PRIOR TO COMMENCEMENT OF ANY WORKS WITHIN THE R.O.W
(HIGHWAY 62), THE OWNER IS RESPONSIBLE FOR OBTAINING ALL
NECESSARY PERMITS FROM MINISTRY OF TRANSPORTATION,
ONTARIO.

5. ALL WORKS SHALL BE CONSTRUCTED AS PER COUNTY ENGINEERING
DESIGN STANDARDS, OPSD AND OPSS, AND MTO DESIGN STANDARDS.

6. OWNER IS RESPONSIBLE FOR ACQUIRING UTILITY LOCATES
(ONE-CALL) PRIOR TO ANY EXCAVATIONS.

Required ExistingPerformance Standards

Interior Side Yard Setback
Rear Yard Setback

7.5m min.
15.0m min.

Lot Coverage 10% max.

Front Yard Setback 15.0m min.
>7.5m
>15.0m

14.7m

1.75%
Landscaped Area 30% min. 98.0%

Provided

>7.5m
>15.0m

14.7m

3.47%
93.09%

Lot Frontage 60.0m 242.67m 242.67m

Scale: 1:250
SITE AND GRADING PLAN1

C-101

Scale: N.T.S
SWALE DETAIL (TYPICAL)2

C-101

Scale: N.T.S
DEPRESSED CURB RAMP DETAIL (TYPICAL)3

C-101
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WELL IS CURRENTLY SERVICING THE DWELLING.

THE WATER LINE WILL BE ROUTED AS SHOWN TO
SERVICE THE NEW BUILDING.

EXISTING DWELLING WILL REMAIN UNINHABITED.

PIPE INSTALLED
@ 0.3% - 0.5% SLOPE

FILTER MEDIA SAND
CLEAR STONE

BACKFILL

NATIVE SOIL, T-TIME OF 25 MIN/CM
(PER CAMBIUM'S REPORT)

MANTLE FROM IMPORTED
MATERIAL

NATURAL SLOPE

CLASS 4 -  FILTER BED

BED
ROCK/HIGH
WATER TABLE

STONE LAYER SHALL NOT BE LESS THAN 900mm ABOVE THE HIGH GROUND
WATER TABLE OR BEDROCK

BACKFILL

Scale: 1:150
SEPTIC LAYOUT1

C-102

PROPOSED SEPTIC
DESIGN
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4309 ON-HWY 62
AMELIASBURGH

PRINCE EDWARD COUNTY

2672310199

D.THAMATAM

PROJECT INFORMATION
4309 HWY 62, AMELIASBURGH, PEC

ZONING:
SITE AREA:  8.688 Acres (35,159.1 sq.m.) Approx.

RURAL 1 ZONES (RU1)

ISSUED FOR REVIEW D.T.02/01/2024

D.T.

WATER VALVE

SANITARY SEWER

STORM SEWER

WATER SERVICE

SILT FENCE

METRIC:

DISTANCES AND COORDINATES SHOWN ON THIS PLAN ARE IN METRES AND
CAN BE CONVERTED TO FEET BY DIVIDING BY 0.3048
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EXISTING DITCH CL(000.00)

BUILDING ENTRANCE
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D

FIRE HYDRANT

RUNOFF DIRECTIONHP

BARRIER FREE SIGNAGE (RB93)BFS TEST PIT

PART OF LOT 69, CONCESSION 3, TOWNSHIP OF
AMELIASBURGH, NOW IN THE MUNICIPALITY OF PRINCE
EDWARD

D.T.L.O

04/07/2025

ISSUED FOR REVIEW D.T.04/07/20252

NOTE:

· SEPTIC DESIGN CONFORMS TO SETBACK DISTANCES SET IN
TABLE 8.2.1.6.A and TABLE 8.2.1.6.B OF ONTARIO BUILDING CODE.

· 14 GUAGE TW SOLID COPPER LIGHT COLORED PLASTIC COATED
TRACER WIRE TO BE INSTALLED.

· STONE LAYER SHALL NOT BE LESS THAN 900mm ABOVE THE HIGH
WATER TABLE, ROCK OR SOIL WITH PERCOLATION TIME MORE
THAN 50MIN.

· NO WELLS WITHIN 30.0M RADIUS FROM THE SEPTIC SYSTEM
· T TIME PER CAMBIUM'S REPORT

Scale: N.T.S
DETAIL2

C-102
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