EXISTING WATER INTAKE ACCESS \ :

\
|
|

APPROXIMATE LOCATION OF PROPOSED 1,700L

PUMP CHAMBER (PC2) WITH DEMAND DOSE

DUPLEX PUMPS

INLET INVERTS: 79.20m

ELECTRICAL SERVICE FROM Ci11.

CONTROL PANEL MOUNTED TO WALL OF Ci1.
1

EROSION 1Az4gp o
1:100%
ELEVAnoN (7 LOOD) PLaly ) —

SEA
SONAL HIGH~WATER MARK
—

\ CABIN @1

(EX/anG v

BIN)

DECk(y EXISf;Nc)

|

EAST LAKE l'
ACC I

|

Q\

\

Hovaa Teald

ATERS
NOV 30 Ez%gEl AS OF/L

TRENCH FOR BACKWASH
DECHLORINATION SYSTEM

|

\

‘|| UPanp
BEAY IfAND

BOARDWALK
! /
EXISTING
S
. / RETAIN VT&VLE \

EX/ST/NG
LAUNCY BOAT\/

SETBACK

EROs, FROM
—[ 'O HAZARD U
A ey

13m 100mm¢ PERFORATED PVC
PIPE IN INFILTRATION TRENCH

\::
PROPOSED INFILTRATION /\\

PROPOSED BACKWASH
DECHLORINATION SYSTEM
HOUSED IN PUMP HOUSE

EXISTING WATER INTAKE PUMP \

FLoop
HAZARD LiMiT /\ FLOOp Eﬁ’;‘ﬁK FROM

ELEVATION

79m 100mm¢ PVC PIPE
@ MIN 2% MAX 4% FROM
Cé TO PC2

ELEVAT/oN (75, LOOD PLAIN/

SEASONAL. oy

WATER MARK .
EXISTING DOCK |~

PROPOSED 1,700L PUMP
CHAMBER (PC1) WITH DEMAND
DOSE DUPLEX PUMPS

INLET INVERTS: 79.556m
ELECTRICAL SERVICE FROM Ci1.
CONTROL PANEL MOUNTED TO
WALL OF C1

1, SITERLAN

LIN, INE oF
VEchTIOEXlsT/Nc

45m 100mmeo PVC
PIPE @ MIN 2% MAX
4% FROM MH1 TO PC1

PROPOSED DROP
STRUCTURE
(MH1)

E INV: 82.75m
W INV: 80.50m

215m 75mm¢ HDPE
FORCEMAIN FROM PC1 TO
TREATMENT PLANT

173m 75mm¢ HDPE
FORCEMAIN FROM PCR2
TO TREATMENT PLANT

6m 100mm¢ PVC PIPE @ MIN
% MAX 4% FROM MOTEL TO PC3

FIRE
SUPPRESS
RESERVO/g)N
BELow

Bocck g,
SKATING

GOLE:

| RING-
25m 100mmeo PVC PIPE

@ MIN 2% MAX 4% FROM
C5 TO MH1

DEck

FLOW DIFFUSER
CONNECT FORCEMAIN TO
100mm¢ PVC PIPE 1m
OFF DISTRIBUTION BOX

DISTRIBUTION BOX

STONE AREA 301m?®

SAND AREA 1,893m?

—

\

—
—

NEW v
ET,
PROPERTY 3TN/OEN AT

TYPE A BED

100mm¢® PERFORATED
PVC PIPE 10 RUNS OF
24.5m LENGTHS 1.2m

C/C SPACING

S

Q >
\

— o —
—_—

NEWTERRA ABOVE
GROUND ENCLOSURE

NEWTERRA INGROUND
TREATMENT UNIT I

EXiIsT
BaRy C FRAME
FFE:80.55,

2. 65m

127m 75mme¢ HDPE FORCEMAIN FROM
TREATMENT UNIT TO DISPERSAL BED

90m 75mm¢ HDPE FORCEMAIN
FROM PC3 TO TREATMENT PLANT

5.3m 100mme¢ PVC PIPE @ MIN 2% MAX
4% FROM CLUBHOUSE TO CLEANOUT (CO)

| £
|s
|8

PROPERTY LINE FROM IBW SURVEYORS
SURVEY DATED DECEMBER 14, 2021

APPROXIMATE LOCATION OF PROPOSED 900L PUMP
CHAMBER (PC3) WITH DEMAND DOSE DUPLEX PUMPS

INLET INVERTS: 84.95m

ELECTRICAL SUPPLY FROM MOTEL.
CONTROL PANEL TO BE MOUNTED TO WALL OF MOTEL

PERMEABLE DRIVEWAY PAVERS OVER SAND AREA

PROPOSED BARRIER TO PROTECT
VEHICULAR TRAFFIC OVER DISTRIBUTION

PIPE

WILLOW LANE

GROUNDWORK
ENGINEERING

LIMITED

GEOTECHNICAL o CIVIL ¢« STORMWATER ¢ ONSITE WASTEWATER

UNIT 640 - 654 NORRIS COURT
KINGSTON ONTARIO
OFFICE (613) 634-1789

www.groundengineer.ca

LOCATION PLAN
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CALCULATIONS AS PER ONTARIO BUILDING CODE PART 8
DAILY DESIGN SEWAGE FLOW DETERMINATION (Q)

- CABINS
- 32 PEOPLE @ 500L PER PERSON = 16,000 L/D

- 12-UNIT MOTEL
- 12 BEDROOMS @ 250L PER ROOM = 3,000 L/D

- OFFICE
- 38.5.m? FLOOR SPACE @75L PER 9.3m? = 311 L/D

TOTAL DAILY FLOW = 19,133 L/DAY

DAILY BALANCED FLOW (Q) = 15,000 L/DAY*

LOADING
EXISTING SOIL:
T-TIME > 50 (CLAY)

TYPE A DISPERSAL BED:
FLOW RATE > 3,000L/DAY
THEREFORE RATE IS 50L/m?

STONE AREA= 301m?> — Q/50— 1230=300m?

SAND AREA= 1,893m? —QT/400— 12009x 20— 1 875m?
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2. INSULATION TO BE STYROFOAM SM HI-40 OR
EQUIVALENT.

3. TO BE USED WHEN GROUND COVER IS LESS THAN

1.2m FOR STORM SEWER, 1.5m FOR SANITARY SEWER
AND 1.7m FOR WATERMAIN.

PIPE INSULATION TABLE

GROUND COVER INSULATION THICKNESS (mm)

500 to 1500mm 100

1500mm and over 50
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GROUNDWORK
ENGINEERING

LIMITED

/3 PIPE INSULATION DETAIL

c-102) SCALE: NTS

GENERAL NOTES

N

9.

10.

11.

12.

13.

14.

15.

16.
17.
18.
19.
20.
21.
22.
23.
24.

25.

ENVIRONMENTAL

SUBMERSIBLE SEWAGE PUMPS TO BE EQUIPPED WITH AUDIBLE AND VISUAL HIGH 26.

LEVEL ALARM.

ALL ELECTRICAL WORK AS PER OBC AND ELECTRICAL SAFETY AUTHORITY.
THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE EXACT LOCATION,
SIZE, MATERIAL AND ELEVATIONS OF ALL EXISTING UTILITIES PRIOR TO

COMMENCING CONSTRUCTION. PROTECT AND ASSUME ALL RESPONSIBILITY FOR 27.
EXISTING UTILITIES WHETHER OR NOT SHOWN ON THE DRAWINGS. IF THERE ARE
ANY DISCREPANCIES THE CONTRACTOR IS TO NOTIFY THE ENGINEER PROMPTLY. 28.

GAS, HYDRO, CABLE, TELEPHONE, OR ANY OTHER UTILITY THAT MAY EXIST ON
SITE MUST BE LOCATED BY ITS OWN UTILITIES AND VERIFIED.

ALL UNDERGROUND SERVICES, MATERIALS AND INSTALLATIONS TO BE IN
ACCORDANCE WITH ONTARIO PROVINCIAL STANDARDS AND SPECIFICATIONS
UNLESS OTHERWISE STATED (OPSS).

ALL DISTURBED AREAS TO BE RESTORED TO ORIGINAL CONDITION OR BETTER
UNLESS OTHERWISE SPECIFIED. ANY GRASSED AREAS DISTURBED ARE TO BE
REINSTATED WITH MINIMUM 100MM TOPSOIL AND SEED.

THE CONTRACTOR IS RESPONSIBLE FOR ALL LAYOUT FOR CONSTRUCTION
PURPOSES.

TREES DESIGNATED BY THE ENGINEER MUST BE PROTECTED AND MAINTAINED
DURING CONSTRUCTION.

CONTRACTOR TO OBTAIN AND PAY FOR ALL NECESSARY PERMITS FROM THE
COUNTY, MUNICIPALITY AND/OR CONSERVATION AUTHORITY PRIOR TO
COMMENCING CONSTRUCTION.

CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR REVIEW AND APPROVAL.

TRENCHING

BEDDING SHALL BE A MINIMUM 150MM OF GRANULAR "A", COMPACTED TO
MINIMUM 98% STANDARD PROCTOR DRY DENSITY. CLEAR STONE BEDDING
SHALL NOT BE PERMITTED.

SUB-BEDDING, IF REQUIRED SHALL BE AS PER THE DIRECTION GEOTECHNICAL
ENGINEER

BACKFILL TO AT LEAST 300MM ABOVE TOP OF PIPE WITH GRANULAR "A".

TO MINIMIZE DIFFERENTIAL FROST HEAVING, TRENCH BACKFILL (FROM
PAVEMENT SUBGRADE TO 2 METRES BELOW FINISHED GRADE) SHALL MATCH
EXISTING SOIL CONDITIONS.

ALL ELECTRICAL AND COMMUNICATIONS DUCTS TO HAVE A MINIMUM OF 150MM
SAND BEDDING AND COVER AS PER DETAIL.

29.

30.

31.

EROSION AND SEDIMENT CONTROLS SHALL BE INSTALLED PRIOR TO
CONSTRUCTION AND MONITORED AND MAINTAINED BY THE CONTRACTOR UNTIL
COMPLETION. THE TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES
MUST BE REMOVED ONCE THE SITE HAS BEEN STABILIZED AND SITE WORKS
COMPLETED.

ALL TREE PROTECTION SHALL BE IN PLACE PRIOR TO ANY SITE ALTERATION AND
REMAIN UNDISTURBED FOR THE REMAINDER OF THE PROJECT.

REGARDLESS OF SITE SPECIFIC ITEMS DETAILED ON THE PLANS, THE
CONTRACTOR SHALL INSTALL EROSION CONTROL MEASURES TO SUIT THE
PROPOSED WORK METHODS TO CONTROL SEDIMENT FROM RUNNING OFF THE
SITE OR INTO WATER BEARING FEATURES PRIOR TO ANY DISTURBANCE.
FOLLOWING CONSTRUCTION, DISTURBED AREAS, AS WELL AS PROPOSED
GRASSED AND VEGETATED SURFACES SHALL BE REINSTATED.

IN THE EVENT THAT HUMAN REMAINS ARE ENCOUNTERED DURING
CONSTRUCTION, THE MINISTRY OF CITIZENSHIP, CULTURE AND RECREATION
SHALL BE NOTIFIED IMMEDIATELY AND THE REGISTRAR OR DEPUTY REGISTRAR
OF THE CEMETERIES REGULATION UNIT OF THE MINISTRY OF CONSUMER AND
COMMERCIAL RELATIONS (416) 362-8392, SHALL BE NOTIFIED IMMEDIATELY.

IN THE EVENT THAT BURIED ARCHEOLOGICAL REMAINS ARE FOUND DURING
CONSTRUCTION ACTIVITIES, THE MINISTRY OF CITIZENSHIP, CULTURE AND
RECREATION SHALL BE NOTIFIED IMMEDIATELY.

WHILE UNDERTAKING CLEARING, DEMOLITION, EXCAVATION OR CONSTRUCTION
THE OWNER AND THEIR CONTRACTORS SHALL BE VIGILANT FOR THE POTENTIAL
PRESENCE OF UNDERGROUND FUEL TANKS, CONTAMINATED SOIL OR
GROUNDWATER, BURIED WASTE OR ABANDONED WATER WELLS. IF ANY OF THE
ABOVE ARE ENCOUNTERED OR SUSPECTED, THE OWNER SHALL ENSURE THAT:

31.1. PRINCE EDWARD COUNTY'S ENVIRONMENTAL DEPARTMENT IS ADVISED THAT

CONTAMINANTS OR WASTES HAVE BEEN DISCOVERED OR ARE SUSPECTED.

31.2.  ANY SOIL OR GROUNDWATER CONTAMINATION ENCOUNTERED IS

REMEDIATED TO APPLICABLE STANDARDS AS DEFINED WITHIN O.REG OR AS
REVISED;

31.3.  ANY WASTES GENERATED BY SITE CLEAN-UPS ARE MANAGED IN

ACCORDANCE WITH APPLICABLE LAWS AND STANDARDS;

31.4. ANY ABANDONED FUEL TANKS ENCOUNTERED ARE DECOMMISSIONED IN

ACCORDANCE WITH APPLICABLE LAWS AND STANDARDS;

31.5.  ANY UNUSED WATER WELLS (DRILLED OR DUG) ARE PROPERLY ABANDONED

IN ACCORDANCE WITH ONTARIO REGULATIONS 903 - WELLS OR AS ADVISED;

31.6. IF IT APPEARS LIKELY THAT CONTAMINATION EXTENDS BEYOND THE

MINIMUM OF 600MM COVER MUST BE PROVIDED ON ALL ELECTRICAL AND COMMS

SERVICES.

SANITARY

BOUNDARIES OF THE SUBJECT PROPERTY, THE OWNER NOTIFIES THE LOCAL
OFFICE OF THE MINISTRY OF ENVIRONMENT AND PRINCE EDWARD COUNTY'S
ENVIRONMENTAL DEPARTMENT;

31.7. CONSTRUCTION WASTES ARE NOT TO BE BURIED WITHIN THE PROPERTY

THAT IS THE SUBJECT OF THIS AGREEMENT, AND

31.8. THE OWNER AND THEIR CONTRACTORS REPORT ALL SPILLS TO THE

TYPE A DISPERSAL BED TO BE CONSTRUCTED AS PER OBC 8.7.7.1. SEPTIC STONE

GRADATIONS AS PER OBC TABLE 8.7.3.3.

TYPE A SAND TO BE 6<T<10 WITH A MAXIMUM 5% OF PARTICLES WITH A DISMET
OF 75pm OR LESS, PASSING THROUGH A 0.074mm (NO.200) SIEVE AS PER OBC
8.7.7.1.(4)a).

SEPTIC STONE AS PER OBC 8.7.7.1.(6), 8.7.3.3.(2) AND TABLE 8.7.3.3.

THE HEADER AND DISTRIBUTION LINE SHALL BE INSTALLED AS PER OBC 8.7.2.2.
AND 8.7.3.3.

SANITARY FORCEMAINS ARE TO BE BURIED 1.5M DEEP, INSULATED OR HEAT
TRACED TO PREVENT STANDING WATER FROM FREEZING.

ER

SEWER TRENCHING AND BEDDING SHALL CONFORM TO OPSD 802.010 AND 802.013

UNLESS NOTED OTHERWISE.

BALANCING TANK PUMP TO BE SET TO DOSE 625L EVERY 60 MINUTES.
CONTRACTOR IS RESPONSIBLE FOR COMMISSIONING PUMP SYSTEMS.
DISTRIBUTION BOX TO BE INSTALLED ON LEVEL, COMPACTED BASE. TO BE
INSULATED WITH STYROFOAM SM HI-40 OR EQUIVALENT ON TOP AND SIDES.
MH1 DROP STRUCTURE TO BE 1200mm@ CONCRETE MH AS PER OPSD 1003.031
WITH FRAME AND GRATE AS PER OPSD 401.030

7 TYPICAL SERVICE CONNECTION

P CHAMBER DETAIL

P\ C-102) SCALE: NTS

c-102/ SCALE: NTS

MINISTRY OF THE ENVIRONMENT'S SPILLS ACTION CENTRE (1-800-268-6060)
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